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The increasing demand for lightweight, safe, and fuel-efficient vehicles has led to 

greater use of advanced high-strength steels (AHSS), especially dual-phase steels like 

DP980, in automotive structures. However, these materials are often sensitive to trimmed 

edge cracking if stretching along the sheared edge occurs during processes such as stretch 

flanging. Excessive wear and early chipping of trimming tools are also significant issues 

in mass production. This dissertation investigates these challenges by analyzing the 

sheared edge formability of DP980 and the durability of trimming dies using 

experimental, numerical, and fatigue modeling methods. 

Edge quality was assessed based on burr height, burnish depth, fracture 

morphology, and microhardness mapping. Stretchability was evaluated through tensile, 

side-bending, and hole-expansion tests, demonstrating that edge quality significantly 
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affects the sheet's ability to withstand secondary deformation. Two DP980 materials were 

studied, showing different stretchability results and highlighting the variability within the 

same grade. A distinctive fracture mechanism was observed during trimming of DP980 

steel, resulting in a burr at the final stage. 

Finite element models were created using Abaqus/Explicit. Optimized meshes, 

kinematic contact algorithms, and appropriate fracture criteria enabled reasonable 

predictions of strain localization, fracture initiation, and punch load history, while also 

reducing the penetration issue between the die and sheet meshes. The simulation also 

provided stress data for fatigue analysis of the trimming tool. 

This study also analyzed die wear and fatigue life over 230,000 cuts for D2 

trimming inserts. Gradual tool wear decreased edge quality and stretchability, while 

localized chipping on inserts aligned with local burrs on the part edge. Fatigue modeling 

using the Goodman, Morrow, and Findley criteria showed that shear-based approaches 

best matched actual failure modes, supported by microstructural evidence of carbide-

band effects. 

Overall, the findings provide valuable metrics and predictive tools to optimize 

trimming processes, extend die life, and ensure reliable manufacturing of AHSS.  
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CHAPTER ONE 

INTRODUCTION 

 

 

 

Products made of sheet metal are widely used in machines and structures. They 

include a broad range of consumer and industrial items, such as beverage cans, cookware, 

car bodies, file cabinets, metal desks, appliances, trailers, and aircraft fuselages. Sheet 

forming dates back to about 5000B.C., when household utensils and jewelry were made 

by hammering and stamping gold, silver, and copper [1]. The advantages of sheet metal 

forming include lightweight and versatile products, a high productivity rate, efficient 

material use, easy servicing of the machines used, and the ability to employ less skilled 

workers [1], [2].  

Modern product design and manufacturing frequently use a variety of materials. 

Advanced high-strength steels (AHSS) are relatively new, and their use in the automotive 

industry is growing significantly because they offer key benefits such as weight 

reduction, better fuel economy, higher strength, improved crashworthiness, lower 

maintenance, and increased production efficiency. 

1.1. Advanced High-Strength Steels 

The trend toward more fuel-efficient and safer vehicles has increased interest in 

the latest generation of lightweight, higher-strength steel grades as an alternative to 
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traditional milder steel sheets used in the automotive industry. Thinner sheet thickness 

can be used for weight reduction, and the increased energy absorption of these new steels 

meets safety requirements. 

Advanced high-strength steels (AHSS) enable engineers to meet requirements for 

safety, efficiency, emissions, manufacturability, durability, and quality at a lower cost. 

AHSS is a newer generation of steel grades that offer extremely high strength and other 

advantageous properties while maintaining the high formability required for 

manufacturing [3], [4]. Figure 1.1 illustrates the strength and formability levels of AHSS 

compared to older grades of automotive steels [3], [5]. Conventional low- to high-

strength steels have simpler one-phase structures and have been widely used for many 

years, while AHSS have multiple-phase microstructural features. The figure shows that 

ductility, as measured by percent total elongation, decreases with increasing ultimate 

tensile strength of steels. 

The term ñAdvanced High-Strength Steelsò generally implies a yield strength 

above 280/300 MPa and a tensile strength above 590/600 MPa at improved formability 

[6]. For tensile strengths exceeding 780 MPa, these steels are sometimes referred to as 

ñUltra High-Strength Steelsò (UHSS).  

Metallurgists classify AHSS into three generations. The first and most used 

generation of AHSS includes dual-phase (DP), complex-phase (CP), transformation-



3 

induced plasticity (TRIP), and martensitic (MART) steels. The second generation 

consists of those with a corrosion-resistant austenitic matrix, such as twinning-induced 

plasticity (TWIP) and lighter-weight steels with induced plasticity (L-IP). The third, 

recently developed generation includes multi- and nanophase materials. The AHSS 

derive superior mechanical and forming properties from their final micro-constituents 

(ferrite, bainite, martensite, and retained austenite). For example, DP steels derive their 

strength from the martensite phase and their ductility from the ferrite phase [7], [8].  

 

Figure 1.1. Total Elongation (%EL) vs. Ultimate Tensile Strength (UTS) ñBanana Curveò 

of automotive steels [3]ï[5]. 

To consistently distinguish steel grades, the international ultralight steel auto body 

(ULSAB) consortium adopted a classification system that defines both yield stress (YS) 

and ultimate tensile strength (UTS) for all steel grades [9]. In this nomenclature, steels 

are identified as ñXX aaa/bbb,ò where XX is the type of steel, aaa is the minimum yield 
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strength in MPa, and bbb is the minimum ultimate tensile strength in MPa. The steel-type 

designator utilizes the classification shown in Table 1.1 [9]. 

For example, DP 590/980 refers to a dual-phase steel with a minimum yield 

strength of 590 MPa and a minimum ultimate tensile strength of 980 MPa. Itôs been 

commonly known as DP980, though. 

Table 1.1. Steel type designator [9] . 

 

1.1.1. Dual Phase (DP) Steels 

1.1.1.1. Microstructure of DP Steels 

The microstructure of DP steel consists of a soft ferrite matrix and discrete hard 

martensitic islands, as shown in Figure 1.2. The ferrite is continuous for many grades up 

to DP780, but as the volume fraction of martensite increases (as might be found in DP980 

or higher strengths), the ferrite may become discontinuous [3], [10]. The volume fraction 

of martensite determines the strength level of this steel. Specific heat-treating practices, 

including quenching and tempering, are employed to induce the martensite phase. The 

DP structure is produced by quenching low-carbon steels from the alpha + gamma phase 
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region, resulting in a microstructure of martensite islands in a ferrite matrix [7]. The 

combination of hard and soft phases yields an excellent balance of strength and ductility. 

The soft ferrite in the final DP material is highly ductile. It absorbs strain around the 

martensitic islands, allowing for uniform elongation with a high work hardening rate and 

fatigue strength. Additionally, DP steels can absorb a significant amount of strain energy. 

Unlike conventional steelsðincluding traditional BH steelsðbake hardening in DP 

steels does not decrease with increasing pre-strain [3]. 

 

Figure 1.2. Schematic of a typical DP microstructure [3]. 

1.1.1.2. Application of DP Steels in Automobiles 

DP steel is currently one of the most widely used AHSS materials. Automakers 

are increasingly using DP to improve the strength and reduce the weight of HSLA 

structural components. DP steels provide an excellent balance of strength and ductility 

due to their high strength, ductility, and hardenability, which gives them good capacity 

for strain redistribution [11]. For some applications, the initial yield strength of steels will 
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be further increased by work hardening and the paint baking, so-called bake hardening 

(BH) process. 

Steels with ferrite-martensite structures exhibit tensile strengths ranging from 490 

to 1180 MPa, making them suitable for numerous car parts that require resistance to 

denting, fatigue, intrusion, impact, and other stresses ï the high tensile strength results in 

excellent fatigue properties. The high strength and strain hardening capacity of these 

steels, combined with a strong bake hardening effect, gives them excellent potential for 

reducing the weight of structural and closure parts. Based on their high energy absorption 

capacity and fatigue strength, cold-rolled dual-phase steels are particularly well-suited for 

automotive structural and safety parts such as longitudinal beams, cross-members, and 

reinforcements [5].  

DP is sometimes chosen for visible body parts and closures, such as doors, hoods, 

and front and rear rails. Other common applications include beams and cross-members, 

rocker, sill, and pillar reinforcements, cowl inner and outer panels, crush cans, shock 

towers, fasteners, and wheels [3]. An example of the application of DP steels in todayôs 

automobiles is illustrated in Figure 1.3 for a 2019 Chevrolet Silverado, in which the 

usage of dual-phase AHSS accounts for 12% of the total materials used for cabin, box, 

and closure components [12]. 
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Figure 1.3. Application of dual-phase AHSS in the 2019 Chevrolet Silverado structure 

[12]. 

 

Table 1.2 summarizes the specifications, advantages, performances, and some 

typical applications of DP steels. 

Table 1.2. Summary of specifications and applications of DP steels [3] . 
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1.1.2. Significance of AHSS 

High strength of AHSS - The significant advantage of AHSS over other 

lightweight materials is its wide range of strengths, extending from approximately 500 to 

1700 MPa. 

Weight reduction capability and high fuel economy - In most cases, high 

strength allows thicker-gauge components to be replaced by thinner-gauge ones while 

maintaining the same performance. The potential for weight reduction increases with an 

increase in the material's yield strength. Reducing vehicle weight lowers the inertial 

forces that the engine must overcome and reduces the power required to move the 

vehicle. An estimated 10% reduction in vehicle weight results in a 6-8% improvement in 

fuel economy [8]. 

Crash performance and energy absorption - The steel front-end structure 

absorbs a significant portion of the energy produced in a collision, as it deforms under 

impact. The structure is designed to collapse like an accordion to absorb the impacting 

load. A materialôs ability to absorb an impact depends on its toughness, which is the 

product of strength and ductility. Also, a high strain hardening rate means the material 

becomes stronger on impact and absorbs more impact energy [8]. 

Material and cost savings - When AHSS is used, the mass reduction from 

downgauging results in less steel per car. This reduces the amount of steel that needs to 
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be produced, thereby decreasing the demand for natural resources and the energy 

required to convert iron ore into steel [8]. Additionally, components made of AHSS are 

more durable and have lower maintenance costs. 

1.1.3. Challenges in Stamping of AHSS 

Despite the superior advantages of AHSS, there are some challenges associated 

with the implementation of AHSS, as follows: 

1.1.3.1. Higher Press Load 

The energy required to deform a steel sheet plastically is directly related to the 

area under its true stressïstrain curve, which represents the materialôs plastic work per 

unit volume. Advanced High-Strength Steels (AHSS) often exhibit pronounced strain-

hardening behavior, meaning their strength continues to increase with plastic 

deformation. This characteristic not only could contribute to higher formability but also 

provides valuable information for estimating the press capacity needed during stamping 

operations. Higher-than-normal binder pressure and press tonnage are also necessary with 

AHSS to maintain process control and prevent binder buckling. A double-action or 

hydraulic press cushion might be needed to generate the force necessary to control sheet 

metal flow into the die cavity. Air cushions or nitrogen cylinders may not provide enough 

force to set the draw beads or keep the binder sealed during AHSS stamping [7]. 
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1.1.3.2. Inconsistency of Mechanical Properties 

AHSS are performance-based steel grades. Although their chemical compositions 

may vary, several AHSS materials can meet the minimum strength requirements. Since 

different mills may use various production methods, even if their tensile properties are 

similar, other material parameters, such as elongation and weldability, might differ [13]. 

Figure 1.4 (a) shows the engineering stress-strain curves of the two DP980 sheets 

of steel. The UTS of these two materials is very similar, around 1000 MPa. Only based 

on the uniaxial tensile test results, one might expect that Material E has better formability 

than Material D in stamping trials. However, as shown in Figure 1.4 (b), the B-pillar 

made from Material D is formed successfully. In contrast, the part made from Material E 

has very long shear fractures along the bent corner regions [14]. 

 

Figure 1.4. (a) Engineering stress-strain curves of the two DP980 steels, and (b) B-pillars 

stamped out of two DP980 steels [14]. 
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1.1.3.3. Springback 

Springback issues are much more significant for AHSS than for conventional 

HSLA. However, a more clear way to describe it is that the springback of AHSS varies 

from that of HSLA steels mainly due to the progressively higher initial yield strengths 

and the greater work hardening rate, which significantly increases the yield strength 

during forming. An example of this difference is shown in Figure 1.5. The two channels 

were made sequentially in a draw die with a pad on the post. The draw die was developed 

to attain part print dimensions with the HSLA 340/410 steel. The strain distributions 

between the two parts were very close, with almost identical line lengths. However, the 

stress distributions differed due to the differences in steel properties between DP and 

HSLA steels [4]. 

 

Figure 1.5. The springback difference between two channels made out of DP and HSLA 

steels [4]. 

1.1.3.4. Sheared Edge Cracking 

After stamping, the excess material is trimmed off before operations such as 
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flanging or hemming are performed. During these post-forming operations, tensile 

stresses develop in the trimmed edges, resulting in edge cracks [13], [15]. Some examples 

of sheared edge cracking of AHSS are shown in Figure 1.6.  

 

Figure 1.6. Sheared edge cracking of AHSS after (left) out-of-plane stretch flanging and 

(right) in-plane edge drawing [16], [17]. 

Several studies have demonstrated that FLD cannot predict edge cracks, and the 

reason is related to the quality of the sheared edge [4], [16], [18], [19]. The ability of an 

edge to stretch without failure can be measured by sheared edge stretchability tests, as 

detailed later in Section 1.3.1.  

Smith [15] demonstrated the effect of burr formation on the sheared edge 

formability and introduced the stretchability graph, as shown in Figure 1.7. The graph 

indicated that burr formation requires cold working of the metal, which reduces the 

materialôs formability limit and leaves the edge with decreased formability. 
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Figure 1.7. The effect of burr height on the sheared edge formability [15]. 

1.1.3.5. Tool Wear 

Forming of AHSS involves higher contact pressures and temperatures at the tool-

sheet interface compared to forming mild steel, due to the higher strength and higher 

strain-hardening behavior of AHSS. These conditions lead to galling, chipping, abrasive 

and adhesive wear in the tool, and significantly reduce tool life. Tool failure mechanisms 

for cutting AHSS are discussed in detail in Section 1.4.2. 

1.2. Shearing Process 

All sheet metal working processes can be divided into two main groups: plastic 

deformation and shearing. 

The sheet metal shearing process involves cutting material by subjecting it to 

shear stress, usually between a punch and die or between the blades of a shear. Different 
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blades or cutters may do the shearing in special machines driven by mechanical, 

hydraulic, or pneumatic power. Generally, the operations consist of holding the sheet 

metal blank rigidly while it is severed by the force of an upper sharp tool as it moves 

down past the stationary lower tool [20]. The punch and die may be of any shape, and the 

cutting contour may be either open or closed (Figure 1.8). If the entire cutting line lies 

within the sheet strip, not cutting the edges, it is a closed or otherwise open cut [21]. The 

plastic deformation and fracture theory applies to all operations in sheet metal cutting 

processes. 

 

Figure 1.8. (a) Open and (b) closed cuts in shearing [21]. 

Trimming is classified as an open-cut shearing process. The tooling setup for a 

trimming process is illustrated schematically in Figure 1.9 (a). During the shearing 

process, three phases are commonly described as follows [2]. 

Phase I ï Plastic deformation: As the upper blade begins to push into the work 
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material, plastic deformation occurs on the sheet's surfaces, as shown in Figure 1.9 (b). 

 

Figure 1.9. (a) General positioning of tools in a shearing process, (b) initial cutting 

occurring by plastic deformation, (c) shearing during punch penetration, and (d) fracture 

following shearing, adopted after [22]. 

Phase II ï Penetration: As the blade moves downward, penetration occurs in 

which the blade compresses the work material and cuts into the metal (Figure 1.9 (c)). 

Phase III ï Fracture: As the blade continues to travel into the work material, 

fractures are initiated at the two cutting edges. If the clearance between the blades is 

correct, the two fracture lines meet, separating the work material into two parts (Figure 

1.9 (d)). Once the shearing action causes a fracture of the sheet, the punch force, F, 

quickly drops to zero [22]. The thickness through which each shearing mechanism occurs 

depends on the punch-die clearance, cutting angle, cutting speed, and material thickness 

and properties. 

1.2.1. Sheared Edge Profile 

The characteristic sheared edge of sheet metals has four typical zones, including 



16 

rollover, burnish, fracture, and burr, as illustrated in Figure 1.10. In some cases, these 

features are found on both the edge of the cut-off piece and the clamped piece, but in 

alternate orientations [3], [23]. Rollover represents a transition zone between severely 

deformed material and the non-deformed sheet. With a sharp cutting tool edge, the tool 

creates a shiny, vertical edge identified as the burnish zone. The rough fracture area is a 

steep transition from the smooth burnish zone. The burr is usually caused by excessive 

clearance, dullness of the cutting tools, or both. The term penetration refers to the sum of 

rollover and burnish heights. These features result from two consecutive stages in the 

shearing process, including cutting and fracture [24]. In general, many factors could 

affect the configuration of the sheared edge, such as the clearance between the upper and 

lower cutting blades (i.e., the cutting clearance), cutting angle, the degree of sharpness of 

the cutting blades, cutting speed, lubrication, sheet material parameters, strain rate, etc. 

[25]ï[27]. 

 

Figure 1.10. Typical features of a sheared edge. 
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1.2.2. The Cutting Clearance 

Figure 1.11 (a) and (b) show a schematic of the trimming and punching processes. 

The clearance is the horizontal distance between the upper and the lower shearing edges 

in trimming, and the radial distances between the round punch and die in hole punching. 

The clearance is a significant factor in determining the shape and the quality of 

the sheared edge. However, no absolute rules govern the clearance amount between the 

cutting tools [28].  

 

Figure 1.11. Schematic of (a) the Trimming process, (b) the punching process of a round 

hole. 

Clearance is typically expressed as a percentage of the sheet metal thickness gap. 

Optimizing the amount of die clearance to suit the material being cut best may require 

some experimentation to minimize the condition of an uneven, fractured edge.  

According to Spitler et al. [28], tight clearances, generally in the range of 3-5%, 

will result in a sheared surface with a high ratio of burnish to fracture, and a reduced burr 

on the sheared edge, at the expense of accelerated tool wear and higher cutting forces. 
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When there is insufficient clearance, the fracture, which starts from each side, may not 

meet evenly, as shown in Figure 1.12, and a double-burnish appearance may happen, 

especially in thick materials. 

 

Figure 1.12. Shearing with insufficient clearance: (a) fracture initiation, (b) multiple 

fracture paths, (c) complete separation, and (d) sheared surface with a double-burnish 

area [28]. 

As larger clearances generally in the 10-20% range are used, the cutting force is 

lower, the life of the punch and die is longer between resharpening, and the sheared edge 

shows all features, including rollover, burnish, fracture, and burr. In the case of relatively 

large clearance, as demonstrated in Figure 1.13, the sheared edge may have a pronounced 

taper in the fracture area, and rollover depth and burr height also may be more prominent 

[28]. 

 

Figure 1.13. Shearing under a relatively large clearance: (a) fracture initiation, (b) crack 

growth, (c) complete separation, and (d) all sheared edge features on the edge [28].  
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If the clearance is very large, forces may be required that exceed regular forces. 

The burr height will be substantially higher in most materials. Large clearances also 

result in high lateral force on the punch and die, which can shorten tool life. 

As the clearance increases, the zone of deformation (Figure 1.14 (a)) becomes 

larger, and the sheared edge becomes rougher. The sheet tends to be pulled into the 

clearance region, and the perimeter or edges of the sheared zone become rougher. Unless 

such edges are acceptable as produced, secondary operations may be required to make 

them smoother (which will increase the production cost). Figure 1.14 (b) shows that 

sheared edges can undergo severe cold working due to the high shear strains [29]. Work 

hardening of the edges will then reduce their ductility, thereby adversely affecting the 

formability of the sheet during subsequent operations, such as bending and stretching. 

 

Figure 1.14. (a) Influence of clearance on the deformation zone in shearing, and (b) 

microhardness (HV) contours for a 6.4-mm AISI 1020 hot-rolled steel in the sheared 

zone at a cutting clearance of 11% [29]. 

1.2.3. Forces and Moments during the Shearing Process 

The cutting force is crucial when shearing high-strength sheet materials, such as 
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AHSS and UHSS. The force significantly influences the tool's performance, as well as 

factors such as the noise level in the workshop. When making an interrupted cut, such as 

when trimming or punching, higher forces involved will usually result in noisier 

operations [30]. The forces necessary for the cutting process must be calculated for the 

tool design and to estimate the production press in advance. Parameters affecting the 

magnitude and profile of cutting forces include the shear strength of the material, sheet 

thickness, length, and geometry of the cutting line, cutting clearance, tool wear, tool 

surface quality, tool coating, and lubrication [21]. 

The magnitude of the maximum cutting force is directly proportional to the work 

material's strength and the area to be cut. The maximum cutting force for a straight-line 

shearing process can be estimated using Equation (1.1) [2], [21], [24]. 

Ὂ ὰϽὸϽὯ (1.1) 

Where ὰ, ὸȟ and Ὧ are the cutting line length, sheet material thickness, and 

material shear strength, respectively. The cutting force Ὂ  required for the cutting 

process consists of various force components that act between the lower die, sheet 

material, and punch in the shear-affected zone (Figure 1.15).  

According to Kopp et. al. [31], the main part of the cutting force Ὂ  is the 

vertical force Ὂ, which acts on the cutting punch. It is assumed that the highest surface 

pressures on the punch end surface occur in a region near the cutting edge and fall off 
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with increasing distance to the cutting edge. The distance between the forces Ὂ and 

Ὂᴂ causes a bending moment that bends or tilts the sheet metal blank. This moment 

must be compensated for by a counter-bending moment created by bending and 

horizontal normal stresses between the sheet and tool. Horizontal forces, Ὂ  and Ὂᴂ, 

between the sheet material and the tool's lateral surfaces cause a sliding movement, 

depending on the coefficient of friction ɛ and the tool's rigidity. The forces acting on the 

cutting punch are in the opposite direction to those acting on the lower die due to the 

balance of forces. 

 

Figure 1.15. Forces and moments acting on the sheet metal [31]. 

Once the shearing action causes the fracture completion and complete separation 

of the sheet material, the punch force, Ὂ, quickly drops to zero. The thickness through 

which each shearing mechanism occurs depends on the cutting clearance. The optimum 
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clearance will cause a fracture when the punch penetrates halfway through the sheet. 

Therefore, the shearing force increases until a fracture occurs and then rapidly drops to 

zero, as shown in Figure 1.16 (a). Improper clearance (Figure 1.16 (b)) will require 

greater energy for shearing (energy is the area below the force-distance plot) and will 

cause excessive burr formation on the sheared edge [22]. 

 

Figure 1.16. Punch force required for shearing with (a) optimum clearance and (b) 

improper clearance, adopted after [22]. 

1.2.4. Geometry and Position of Shearing Tools 

If the surfaces of both punch and die are flat, as shown in Figure 1.11, the punch 

force increases rapidly during shearing because the entire thickness of the sheet material 

is sheared simultaneously. The demand for lower cutting force can be met through a 

suitable geometry of the cutting elements. Given an open cutting line (Figure 1.8 (a)), if 

the cutting edge of a shearing tool tilts at the shear rake angle, —, as shown in Figure 

1.17 (b), the cutting force is reduced because not the entire sheared edge is separated 
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simultaneously [32]ï[34]. However, a disadvantage is that the cutting path becomes 

larger, resulting in distortion of the sheet metal blank. 

 

Figure 1.17. Schematic of shearing tools with adjustable shearing angles (a) side view, 

and (b) front view [32]ï[34]. 

When piercing, the cutting force can be lowered if the end face of the punch is 

beveled (Figure 1.18). This way, while the piercing scrap is deformed, it prevents it from 

being torn when the punch is retracted. Such measures can significantly reduce the 

cutting force. Beveling is primarily suitable for shearing thick sheets, as it reduces the 

force at the beginning of the stroke. It also decreases the operationôs noise level because 

it is smoother. A beveling at twice the sheet thickness height can lower the maximum 

cutting force to 30% of the value yielded if the entire cutting line is engaged from the 

start of cutting (Figure 1.19). The cutting force reduction caused by the beveled cutting 

elements is associated with a greater cutting path [21]. 
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Figure 1.18. Modified punch and die shape for cutting force reduction [35]. 

 

 

Figure 1.19. Blanking/punching force when punching a 5-mm hole in a 1-mm-thick 

Docol 1400M sheet metal at 10% cutting clearance [18]. 

 

1.3. Stretchability of Sheared Edge 

During post-shearing operations, such as stretch-hemming and stretch-flanging, 

tensile stresses develop in the sheared edges, leading to edge cracking. A substantial 

question would be how much stretch can be imposed on the sheared material, which is 

already fractured and severely deformed in the burr zone. Thus, a simulative experiment 

is needed to quantify the sheared edge stretchability of various sheet materials, to provide 

data for numerical analysis, and to aid in material selection during the design stage [36].  
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1.3.1. Sheared Edge Stretchability Test Methods 

The stretchability of a sheared edge for a known material can be assessed by four 

different test methods as follows: 

1.3.1.1. Sheared Edge Tensile Test 

The edge formability can be evaluated in the form of the total elongation of sheet 

metal under stretching conditions. The stretching condition can be provided by tensile 

testing of half-a-dog bone specimens or narrow metal strips, with one side representing 

the sheared edge [37]. A schematic representation of the sheared edge tensile test is 

shown in Figure 1.20.  

In addition to the total elongation data, the local strains near the fracture area and 

adjacent to the sheared edge are measured using grid analysis and digital image 

correlation (DIC) methods to determine the stretchability of the edge. The quality of the 

sheared edge depends on several parameters, including shear tool geometry, punch/die 

clearance, sheet material type, and thickness. The tensile test can provide a comparative 

study on the influence of each parameter on the fracture strain, serving as a measure of 

stretchability under different conditions. There is no contact between the tools and the 

edge in this test, so any possible effect of friction is omitted. There would be necking 

strain included in the corresponding strain measurements; however, AHSS demonstrates 

limited diffuse necking before failure in the edge tension test, making this method the 
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proper selection for the stretchability analysis of AHSS [33]. 

  

Figure 1.20. Tensile testing of trimmed specimens: (a) half-a-dog bone specimen and (b) 

sheet metal strip with one edge trimmed and the other edge polished. 

1.3.1.2. Side-bending Test 

The schematic representation of the side-bending test and a tested specimen are 

shown in Figure 1.21. In this test, the metal strip specimen is clamped to prevent buckling 

in the planar areas. The specimen with the trimmed edge on the outer side is bent about 

the rolling pin until the first crack is detected on the edge [38]. Two high-speed DSLR 

cameras, positioned to face the edge and planar areas, capture the edge fracture event. 

The fracture initiation and through-thickness fracture strains are measured by the 

pixelation method. The side-bending test is a unique method that produces a strain similar 

to that in the uniaxial direction on the edge but reduces the effect of necking, resulting in 

more accurate fracture strain measurements [39].  
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Figure 1.21. (a) Schematic of side-bending testing of a trimmed specimen and (b) bent 

and fractured specimen. 

1.3.1.3. Hole Expansion Test 

The hole expansion test was developed to evaluate the edge formability (i.e., edge 

stretchability or stretch flangeability) of sheet materials and has been widely used in the 

industry [40]. Figure 1.22 (a) shows the hole expansion test setup. A 10 mm diameter 

punched hole undergoes an axisymmetric hole expansion with a 60ę conical punch until a 

crack is observed at the edge, extending through the material thickness. The hole 

expansion ratio (HER) is defined by Equation (1.2). 

ὌὉὙ
Ὀ Ὀ

Ὀ
ρππ (1.2) 

Where Ὀ  and Ὀ  are the initial hole and inner diameter at the first crack 

initiation (Figure 1.22 (b)). For the tests conducted according to the ISO 16630 Standard 

[40], the burr side of the blank needs to be placed on the opposite side of the punch (burr-

up position). 
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Figure 1.22. (a) Schematic of hole expansion test, (b) measurements for the hole 

expansion ratio. 

The hole expansion test generally applies to closed-line cutting, such as punching 

and piercing, and does not reflect the actual cutting conditions in blanking or trimming 

dies. The main difference lies in the ability to bend sheet material during trimming, as 

opposed to minimal bending in hole punching. Friction also influences this method 

because the punch is in direct contact with the sheet material; additionally, the burr-up 

configuration produces different results than the burr-down configuration [41]. Lastly, 

maintaining a uniform punch/die clearance along the tool's perimeter is challenging due 

to tool misalignment or deflection during the punching operation. 

1.3.1.4. Half-Specimen Dome Test 

A half-specimen dome test is developed to evaluate the stretchability of the 

sheared edge in a 3-dimensional forming and flanging mode [33]. As demonstrated in 

Figure 1.23 (a), the as-sheared edge of the rectangular-shaped specimen is carefully 

aligned along the centerline of the die, which is usually used for the limiting dome height 

(LDH) test. A hemispherical punch strains the clamped specimen until the first crack 
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appears on the edge of the specimen, as shown in Figure 1.23 (b). Strain or thinning at 

fracture can be assessed as the edge stretchability measure using grid analysis or digital 

image correlation methods. Accurate alignment of the specimen with the punch and die is 

a critical factor in this test. An appropriate lubricant between the punch and specimen is 

also necessary to reduce the frictional effects [33]. 

  

Figure 1.23. (a) Configuration of half-specimen dome test (b) bulged and fractured 

specimen [33]. 

1.3.2. Measuring Local Strains 

1.3.2.1. Grid Measurement Method 

Local strains are measured by marking the surface and comparing the condition 

after forming to that before forming. These markings can be created by painting or 

chemically etching grids. Etching supplies very robust markings, but the procedure takes 

more effort. Also, a deep etching may act as a stress concentrator, initiating early failure 

[42].  

An original square grid on the surface is changed into a different shape, such as a 
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rectangle, trapezoid, or larger square, during the forming operation, as shown in Figure 

1.24 (a). Similarly, a circular grid is altered into an ellipse during the deformation, as 

demonstrated in Figure 1.24 (b). 

 

Figure 1.24. (a) A square grid changes to a trapezoid, and (b) A circle grid changes into 

an ellipse after deformation. 

The lengths of the two axes immediately indicate the major and minor strains, 

while the orientation of the axes shows the principal direction of strain on the surface. 

Therefore, marking a set of circles on the surface seems appropriate, and this approach 

has long been widely accepted as a method for creating measurement grids. Since 

automatic measurement methods and equipment are available, various grids have been 

developed, including separate and intersecting circles, square grids, dots, and more 

(Figure 1.25). These regular grids have the advantage that they can be applied in the 

laboratory, are not limited by sheet size, and can be measured in the laboratory after 

having been pressed elsewhere. A limitation is that they rely on a perfect grid ï any 

irregularities in the grid result in minor errors in the final results. Consequently, the 

resolution is limited, and small strains are difficult to measure. 
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Figure 1.25. (a) Different types of grids, and (b) an example of an actual grid on a 

product surface [42]. 

1.3.2.2. Pixelation Method 

An innovative approach uses very fine dots as a real-time index of local strain 

[43]. To do so, the sheet metal surface is painted with very fine black dots and a traceable 

coordinate system before deformation. The geometrical changes in the shape of dots due 

to deformation, which eventually lead to fracture, are tracked and measured (Figure 

1.26). Observing the process using a camera to assess the strain at various time intervals 

throughout the deformation is necessary. This limitation restricts the applicability, but it 

allows for the measurement of tiny strains, and the progress during all intermediate stages 

can also be studied. 

 

Figure 1.26. Pixelation method for the strain measurement. 
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1.4. Cutting Tools 

1.4.1. Cutting Tool Steels 

Tool steels are either unalloyed or alloyed and are used for applications with 

surface temperatures below 200 °C [44]. They can be produced by conventional melting 

processes followed by refining steps, or by powder metallurgy. The requirements for 

cold-work tool steels used in cutting tools focus on minimizing abrasive and adhesive 

wear while reducing the risk of breakouts at the cutting edges. Therefore, a balance must 

be maintained between wear resistance gained through high hardness and adequate 

toughness to prevent breakout. Figure 1.27 illustrates the typical trade-offs between high 

hardness and toughness in conventional cold-work steels [45]. 

Cold work tool steels for stamping applications typically contain 5-20% of Si, 

Mn, Cr, Mo, W, and V, and 0.6 - 3%C. The steels are hardened and tempered to a range 

of 56-66 HRC, providing an optimal combination of properties, including wear and 

indentation resistance, toughness/ductility, hardenability, temper resistance, surface 

hardening characteristics, weldability, machinability, and grindability [46]. The 

microstructure may vary from a plain martensitic microstructure to one that contains 

nearly 30% of hard and wear-resistant carbides/nitrides. Depending on the properties 

profile, the production route is either conventional ingot casting, with or without electro 

slag remelting (ESR), or powder metallurgy (PM). They are increasing the solidification 
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rate, enabling the manufacture of alloys with more carbide-forming elements, increased 

homogeneity, and advanced properties. Table 1.3 presents potential tool steel grades for 

stamping applications [47]. 

 

Figure 1.27. Properties of conventionally produced cold work tool steels, adopted after 

[45]. 

 Table 1.3. Potential tool steel grades for stamping applications [30]. 

 

High-carbon, high-chromium cold-work tool steel D2 is one of the most widely 

used grades, often employed for dies in blanking, trimming, forming, and calibration. 
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With a long history spanning many decades, AISI D2 offers a strong combination of 

properties, including excellent wear resistance and toughness, while maintaining a 

favorable cost balance. The steel's 12% chromium and 1.5% carbon content produce a 

significant amount of chromium-rich carbides, mainly M7C3, which improve its wear 

resistance and hardness. However, the amount, distribution, and orientation of these 

carbides can influence the steel's toughness and fatigue resistance [48]. 

Reducing die maintenance costs and press downtime is crucial for cutting overall 

production expenses. Achieving optimal tooling economy, which involves minimizing 

the cost per part produced, depends on selecting the right tool steels for various stamping 

operations based on factors such as sheet material strength, design considerations, press 

tool manufacturing methods, expected production volume, and the cost and availability of 

die material. 

1.4.2. Cutting Tool Failure 

Since the dimensional and shape accuracy of the workpiece is determined by the 

quality of the tool used, the tool must be kept in decent shape. The loads applied during 

the cutting process cause the tools to wear and fail, harming the quality of the blanked 

parts and the required cutting work. If the extent of wear is excessive, the tool must be 

replaced or resharpened to maintain the required tolerance. 

Table 1.4 summarizes the different types of tool failure that can occur during 
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sheet metal stamping, including those for AHSS. It also illustrates the mechanism of each 

failure type, the potential cause, and the steps that could help to prevent these failures. 

Table 1.4. Tool failure mechanisms, sources, and recommended solutions to prevent each 

one [24], [35], [49]. 

 

1.4.2.1. Tool Wear 

Wear is damage to a solid surface involving loss or displacement of material. It is 

caused by sliding contact between the workpiece and the tool [18], [50], [51]. There are 

two main types of wear, including abrasive and adhesive wear. Abrasive wear is caused 

by hard particles forced against and moving along a solid surface. Adhesive wear occurs 

due to localized bonding between contacting solid surfaces, resulting in material transfer 

between the two surfaces or loss from either surface. 

During the trimming of AHSS, the contact pressure between the workpiece and 
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the tool surface increases, increasing tool wear [24], [52]ï[55]. Wear is a dynamic and 

complex process that may be studied as a function of materials involved, local working 

load and stresses, shape and geometry of die and part, surface finish, surface hardness, 

lubrication, and other process parameters (see Figure 1.28). The complexity of having a 

vast array of process parameters, material properties, and their combined effect poses 

difficulties in accurately predicting wear loss in tools. For a robust trimming operation of 

AHSS, it is essential to understand the wear mechanism and develop a methodology for 

predicting the magnitude of wear on the die surface. This understanding, along with a 

wear model, will enable tooling engineers to implement tool wear reduction techniques 

on specific tooling surfaces with severe wear. The enabling technologies designed to 

reduce die wear include optimization of tooling geometries, improved heat and surface 

treatments, and tool steel alloy optimizations for advanced die materials [56]. 

 

Figure 1.28. Parameters influencing die wear as a tribological systemôs behavior [21]. 
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Wear mechanisms should be divided into four basic fundamental phenomena, as 

depicted in Figure 1.29 [35]: 

 

Figure 1.29. Depth effect of wear mechanisms on metallic surfaces [35]. 

Wear at surface layer ï The application of load, frictional heating, lubricant, and 

the surrounding medium leads to the build-up of an interface layer at the die/material 

interface. The shear strength of the interface layers is less than that of the metals, so they 

are easily removed under frictional shear stresses. 

Adhesion ï Adhesion, also called cold welding, occurs due to nuclear adhesive 

forces between the frictional partners. The emergence of adhesive forces presupposes the 

following: 

-  Plastic deformation at the peaks of the roughness of contacting surfaces (sheet 
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and die),  

-  Surface expansion brought about by the forming process, which removes the 

adhesion-presenting boundary layers and brings bright metal surfaces in 

contact with one another,  

-  Similar material structures of the frictional partners. The more significant the 

difference between the frictional partners, the lower the tendency to develop 

cold welding.  

Abrasion ï Abrasive wear includes all processes of parting or separation at the 

interface of frictional partners, where material is released in submicroscopic particles 

through a material removal process. The difference in the hardness between the two 

surfaces of frictional partners is a critical factor for assessing abrasive friction. Abrasive 

wear represents a generally inevitable long-term wear effect on the die. 

Surface fatigue ï Fatigue wear is the separation of micro- and macroscopic 

material particles. This separation is caused by fatigue cracking, progressive cracking, 

and residual fracture resulting from mechanical, thermal, or chemical stress-related 

conditions, as well as repeated impact loads. Generally, surface fatigue plays a minor role 

in forming dies. However, fatigue is common in cutting tools, such as those used for 

trimming, blanking, and piercing, where an increasing normal tensile stress is applied to 

the front surface in addition to a variable frictional shear stress that exists over the entire 
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external surface area [35]. A more detailed explanation of fatigue failure and the methods 

for fatigue assessment is provided in section 1.4.2.2. 

When shearing AHSS, if the imposed stresses exceed the fatigue strength of the 

tool material, microcracks develop on the face of the punch edges, as shown in Figure 

1.30 (a). When these cracks propagate further during shearing, the punch edges produce 

micro-chipping and chipping (Figure 1.30 (b) and (c)). Further cracking leads to macro-

fracture and gross fracture (Figure 1.30 (d)).        

 

Figure 1.30. (a) Micro-cracks produced on the face of the worn cutting edge, (b) micro-

chipping on the punch edge, (c) chipping wear on the punch cutting edge, and (d) gross 

fracture on the worn cutting edge [18], [57]. 

Depending on the location of wear on the tool, wear can be categorized as side 

wear and face wear, as shown in Figure 1.31. 

Side wear ï In this case, the vertical wall of the die or punch is worn during the 

shearing process. It is also called flank wear and results from the combination of 
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adhesive, fatigue, and abrasive wear. Side wear increases the clearance between the 

punch and the die, as well as the workpiece's deformation (edge draw-in), during the 

shearing process. 

Face wear ï face wear results from abrasion and micro-chipping, making the 

punch and die edges round and dull. It reduces the sharpness of the punch during shearing 

and increases the deformation of the blank. As a result, the burr height on the sheared 

edge becomes more prominent, and more noise is produced in the press [57]ï[59]. 

 

Figure 1.31. Schematic illustration of side and face wear in cutting tools [60]. 

1.4.2.2. Fatigue Failure 

Fatigue failure is a slow and localized form of structural deterioration that occurs 

when a material is subjected to repeated or cyclic loading. Unlike static failure, which 

occurs when the applied load exceeds the material's yield strength, fatigue failure can 

happen at stress levels well below the yield strength due to the repetitive nature of the 

cycles. Fatigue failure is particularly dangerous because a component can appear to 
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function normally until it suddenly breaks, often without any prior visible signs of 

deformation [61], [62]. 

The process of fatigue consists of three stages: crack initiation, crack propagation, 

and final fracture. In the initial phase, stress concentration at specific points causes 

localized plastic deformation, which leads to the formation of microcracks. Microcracks 

typically originate from microscopic defects, such as inclusions, surface scratches, or 

sharp corners. As cyclic loading progresses, these microcracks begin to grow, or 

propagate, until the remaining uncracked section of a part becomes too weak to withstand 

the applied loads. Eventually, this results in a sudden fracture of the weakened section. 

Various environmental factors, including temperature, corrosion, and surface condition, 

can significantly impact overall fatigue performance [63].  

Trimming tools used in sheet metal forming are exposed to repeated and localized 

high stresses at the cutting edges. These tools often work under cyclic loading conditions 

with each press stroke. Over time, the repeated contact with sheet metal causes fatigue 

damage, especially when stress concentrators are present at the trimming edge, along 

with microstructural defects or surface roughness from wear or improper machining. 

Fatigue failure in trimming tools appears as microcracking and chipping along the 

cutting edge. These tools are typically designed to withstand thousands to millions of 

cycles before they need regrinding or replacement, highlighting the importance of fatigue 
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resistance for tool durability and maintenance intervals. Insufficient fatigue resistance can 

lead to early tool failures, compromising cut quality, increasing downtime, and 

potentially damaging stamping presses or dies. This problem is especially critical when 

working with ultra-high-strength steel (UHSS) materials, as they impose greater 

mechanical and thermal demands on the tools. 

Therefore, understanding the fatigue mechanism and improving the fatigue 

resistance of trimming tool steels is crucial for ensuring cost-effective and continuous 

operation in the automotive and high-volume manufacturing industries. This process 

involves the careful selection of tool materials, controlling microstructural features (such 

as carbides and inclusions), and optimizing heat treatment processes to achieve a good 

balance between hardness, toughness, and fatigue strength. Additionally, fatigue analysis 

methods can be employed in tool design or simulation to more accurately predict the 

service life under actual operating conditions. 
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CHAPTER TWO 

LITERATURE REVIEW 

 

 

 

Before discussing the current research, it is essential to review earlier work by 

other researchers to gain a deeper understanding of the shearing of AHSS sheet materials. 

This chapter provides an overview of the relevant literature, organized into six main 

sections. The first section provides a brief description of the experimental work 

conducted to analyze the sheared edge profile and its key parameters. The next section 

reviews studies on the experimental investigation of sheared edge stretchability. The third 

section examines research on the numerical simulation of sheet metal shearing processes. 

The fourth section discusses previous efforts related to shearing tool wear. The fifth 

section summarizes studies on the impact of compressive mean and shear stress, as well 

as other researchers' work on estimating fatigue life in tooling materials. The final section 

highlights research gaps and presents the framework of the current thesis.   

 

2.1. Experimental Works on Sheared Edge Characterization of AHSS 

Numerous studies have been conducted on shearing processes and the 

characterization of the sheared edge. Weaver and Weinmann [29] investigated the stages 

of sheared edge formation and the effects of clearance, tool dullness, and other 

parameters. They demonstrated that the nature of the shearing process leads to extremely 
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high levels of work hardening in the shear-affected zone.  

Li [64] experimentally studied the influence of the clearance, the shear rake angle, 

and the sharpness of the tool on the trimmed surface, burnish depth, and burr height, and 

presented the micro-mechanisms of fracture and deformation in the trimming of 

aluminum alloys.  

Johnson and Slater [65] investigated the effect of punch-die radial clearance on 

the sheared edge finish obtained under different experimental conditions. A series of 

punches with various diameters and punch-die radial clearances was used to study their 

impact on the sheared surface quality. It was concluded that, as the radial clearance 

increases, the level of plastic deformation decreases, but the burr height increases for 

mild steel and aluminum. 

Jana and Ong [66] studied the effect of high-speed blanking on the sheared edge. 

Their investigations revealed that higher press speeds generally yield an improved 

surface finish compared to those obtained at lower speeds. 

The part edge quality also depends on the material anisotropy of the trimmed 

sheet. Le et al. [23] conducted an experimental study on a widely used aluminum alloy, 

6111-T4, illustrating the effects of cutting clearance on the trim line's longitudinal, 

transverse, and diagonal orientations relative to the rolling direction. Ilinich et al. [67] 

determined the influence of material anisotropy and trimming method on the total 
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elongation of the trimmed edge of DP500 sheet steel, showing that the total elongation in 

DP500 steel exhibits significant sensitivity to specimen orientation with respect to the 

rolling direction and trimming method employed. In a work by Wu et al. [25], the effect 

of punch-die clearance, material strength, and sheet orientation in RD and TD on the 

relative edge zone heights was obtained. 

Over the last two decades, a significant effort has been made to develop trimming 

methods for AHSS and UHSS, as well as to characterize them. According to Chintamani 

and Sriram [68], the limited quality of the sheared edge is one of the obstacles to the 

extensive application of AHSS in the automotive industry due to the formation of splits 

and burrs from the sheared surface. Among the parameters studied, burr height is 

significantly influenced by other edge parameters and is a practical parameter that can be 

monitored easily to track the performance of trim dies. For all materials studied, 

including BH210, DQSK, and DP500, increasing the die clearance results in an increase 

in burr height.  

Wiedenmann et al. [69] conducted a blanking study on 1.4 mm-thick DP590 and 

examined the effect of clearances in the range of 5% -20% on part edge quality after 

blanking of 10 mm-diameter holes. They showed that rollover and fracture depths 

increase with clearance while the burnish zone decreases. 

Mori et al. [70] developed a punching process using local resistance heating of a 
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shearing zone to shear UHSS sheets. As a result, the punching load decreased, and the 

burnish surface of the sheared edge increased.  

To eliminate slivers and burrs, Golovashchenko [71] modified the conventional 

shearing process by using a scrap support underneath the blank along with a dull upper 

trimming tool. In this so-called ñrobustò trimming process, the preferential mechanism of 

fracture development from the lower trim edge was promoted. Accordingly, a higher-

quality sheared edge has been achieved, and burrs have been reduced across a wide range 

of clearances without compromising the total elongation or edge stretchability. Even 

though the elongation for DP500 and DP600 was lower in some cases than that observed 

from the conventional trimming process, it has not deteriorated.  

Golovashchenko [71]ï[73] also employed this robust trimming method for 

aluminum AA6111-T4 sheet metal blanks and showed that almost no burr was formed on 

the part edge, even with a relatively wide clearance of 107% of the sheet thickness. He 

also revealed that the presence of hairline slivers generated during conventional 

trimming, which can be attributed to fracture development from the upper trim die and 

the bending of the scrap, can be prevented.  

 

2.2. Research on the Sheared Edge Stretchability of AHSS 

As described in section 1.1.3.4, the traditional Forming Limit Diagram approach 

[74] does not apply to sheared edges due to the significant strain in the sheared affected 
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zone, resulting in steep strain gradients. A substantial question would be how much 

stretch can be imposed on the material, which is already fractured or severely deformed 

in the burr zone. Thus, a simulative experiment is generally used to compare edge 

formability, to provide data for numerical analysis, and to help in the material selection. 

The most common method of characterizing the stretchability of the sheared edge is the 

hole expansion test described by ISO Standard [40], in which a 10 mm in diameter 

punched hole undergoes an axisymmetric hole expansion with a 60ę conical punch.  

In an early work by Adamczyk and Michal [75], the edge formability of a 

spectrum of high-strength cold-rolled steels was evaluated using the hole expansion test, 

and the effects of edge condition, microstructure, and tensile properties on hole expansion 

performance were determined. They showed that deformation modes generated in a hole 

expansion test were drawn near the hole edge and stretched farther from the edge. 

In work conducted by Mori et al. [76], the stretch flangeability of different ultra-

high-strength steel sheets, including DP590, DP780, and DP980, was examined using a 

hole expansion test. It was revealed that the blanked edge quality plays a crucial role in 

the hole flangeability of the sheet material. Then, a secondary smoothing operation was 

used to improve the formability of the punched hole. The uneven surface on the sheared 

edge was smoothed by applying shear and compressive deformation with the conical 

punch having an angle of 30°. Applying higher smoothing loads resulted in a higher 
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limiting expansion ratio. They showed that the limiting expansion ratio for DP980 sheet 

material can be increased by 40% by smoothing the sheared edge. 

In AHSS, the microstructure plays a vital role in determining the quality of the 

sheared edge due to the high volume fraction of hard phases. Hasegawa et al. [77] 

indicated that the difference in phase strengths is the main factor influencing the crack 

path and edge stretchability. It is shown that the ñfour-zoneò edge feature (rollover, 

burnish, fracture, and burr) is not consistently observed on the sheared edges of the 

AHSS. These findings suggest that measuring the edge geometric feature is insufficient 

to determine the AHSS edge quality, and further investigations are necessary to 

characterize the AHSS sheared edge.  

Wiedenmann et al. [69] performed experimental work on the hole expansion of 

DP590 sheet material punched at four different clearances (5 to 20%), using two different 

punch geometries (conical and spherical) and two different positions of burr-up and burr-

down. They also conducted a numerical simulation. It was found that the outer edge 

always experiences more significant stretching for the conical punch. In the burr-up case, 

the fracture zone is located at the outer edge and is likely to fracture earlier than in the 

burr-down case. The spherical punch yields a more uniform distribution of damage value 

along the sheared edges. Thus, the influence of burr orientation on HER is less significant 

for this punch geometry.  
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Empirical formulas predicting the hole expansion ratio were developed by 

Comstock et al. [78] for different grades of steels, including ferritic, ferritic stainless, and 

austenitic stainless steels. Similarly, Stanton et al. [79] developed empirical formulas to 

calculate the hole expansion ratio for 6xxx and 5xxx aluminum alloys. Their 

methodology was based on the approach introduced by McEwan et al. [80] to incorporate 

the hole expansion test results into the Forming Limit Diagram (FLD), assuming that the 

deformation mode in hole expansion is uniaxial tension only. However, this approach did 

not account for punching process parameters, which critically affect the hole expansion 

ratio, and assumed only optimal cutting clearance conditions. 

In work done by Konieczny and Henderson [41], the effect of blanking clearance 

and various edge morphology parameters on the formability of various AHSS was 

investigated. They demonstrated that positioning the burr in contact with the punch 

results in a higher hole expansion ratio. Results revealed that the hole expansion ratio 

(HER) was highest for all materials with reamed-edge holes and second highest for laser-

cut holes, except for DP780 and DP980 steels, where the HER values for laser-cut holes 

were highest. 

Levy and Van Tyne [74,75] conducted a detailed analysis of the strain path in the 

hole expansion test with both conical and flat punches. They indicated that more 

stretching occurs if the flat punch is employed. They called the hole expansion test with 
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the conical punch hole extrusion, while the process with the flat punch was called hole 

expansion. They concluded that the shape of the expanding punch is a critical factor that 

may affect the experimental results. 

Chiriac and Shi [81], [82] studied the effect of the prior deformation on the edge 

stretching limit and performance of DP780 and DP980 sheets experimentally. They 

concluded that if a conical punch is used for the hole expansion test, the strain 

distribution along the hole circumference is uniform, and the HER is the same across 

various pre-strained samples. However, when a flat punch is used for the hole expansion 

test, the strain distribution around the hole circumference is highly concentrated, and the 

HER decreases with increasing pre-strain levels. 

Karelova et al. [83] reported the experimental evaluation of the edge stretchability 

of AHSS in standard punched, laser-cut, and drilled holes. They revealed imperfections 

and damage introduced during drilling and punching operations. They concluded that the 

edge stretchability could be substantially improved by applying a more effective shearing 

process. Results also showed a higher hole expansion ratio for the complex-phase CP800 

than for the dual-phase DP800. 

Hance et al. [84] assessed the edge stretching performance using the hole 

expansion test for a variety of automotive sheet steels, including ultra-low carbon IF 

steel, dual-phase DP980, an austenitic stainless steel (204), an annealed martensitic 
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stainless steel (410 AN), and a ferritic stainless steel (429 MOD). They compared 

punching results to other hole fabrication methods such as machining, water jet, and laser 

cutting. 

Shih et al. [32]ï[34] developed an adjustable straight-edge shearing device 

enabling variable angles of shear rake angle, lower rake angle, and back cut angle, as 

shown in Figure 1.17. They identified the optimal shearing conditions, including rake 

angle combinations, shearing speeds, and cutting clearances, which resulted in the best 

sheared edge stretching performance for DP600 and DP980 sheet materials. Based on 

their work, an optimal combination of all three shear angles with 15% die clearance was 

recommended for the production trimming setup of AHSS. The half-specimen dome test 

was employed to measure the strain at failure adjacent to the sheared edge, serving as an 

index of edge stretchability. They also investigated the edge stretchability of the sheared 

DP980 specimens produced via different cutting methods. They demonstrated that high-

energy techniques, including laser cutting, milling, and waterjet cutting, tend to produce 

total elongation that is significantly higher than that of mechanical shearing. 

Based on previous research, advanced and high-energy cutting methods yield a 

better sheared edge in terms of both quality and performance [33], [41], [68], [83]. 

However, in large-volume sheet metal stamping, especially for automotive applications, 

part edges are typically trimmed, blanked, or punched. 
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Atkins et al. [85] conducted an analytical and experimental study on the hole 

expansion of aluminum sheets, indicating that multiple necks and cracks formed along 

the hole's perimeter. These results correlate with observations by Chiriac [86] and 

provide evidence that the hole expansion ratio is substantially more significant than the 

total elongation in the tensile test, where only one neck usually occurs. 

According to Wang et al. [87], the hole expansion (HE) test was developed to 

evaluate the edge formability (i.e., edge stretchability or stretch-flangeability) of hot-

rolled steels and has been widely used in industrial practice. However, although it is 

useful as a comparative measure, the HE test does not mimic the actual mechanical 

conditions during blanking or trimming. In trimming operations, the sheet experiences 

localized bending and complex shearïtensile stress interactions near the cutting edge, 

whereas the hole punching involved in the HE test involves minimal bending and a more 

uniform stress state. This key difference restricts the direct application of HE test results 

to real trimming situations. 

Golovashchenko and Ilinich [37], [67], [73] presented edge formability in the 

form of total elongation of sheet metal under stretching conditions. They introduced 

tensile testing of half-dog-bone samples, with one side representing the sheared edge for 

DP500 and DP600. In addition to the edge-stretching limit, they studied the influence of 

trimming clearance on the fracture mode during tensile testing. They showed that small 
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clearances promote ductile failure modes along trimmed edges, and larger clearances 

promote brittle (less desirable) failure modes. 

The sheared edge tension test was also successfully applied by Wang et al. [87] to 

investigate the formability of the sheared edge of several AHSS sheet materials, 

including DP590, DP780, PM780, TRIP780, and DP980. The results showed that AHSS 

exhibited limited diffuse necking before failure in edge-tension testing. They 

demonstrated that sheared edge tension testing can serve as an alternative method for 

evaluating edge formability and can be easily implemented for product quality assurance. 

Le et al. [23] performed the tensile testing of half-a-dog bone sheared samples to 

characterize the edge stretchability of aluminum alloy 6111-T4 sheet material. They 

measured the fracture strain near the sheared edge as the limit of edge stretching. They 

investigated the effects of trimming process parameters (clearance and angle), the 

orientation of the trimming line to the rolling direction, and pre-strain deformation. They 

demonstrated that for all sheet orientations, increasing the cutting clearance led to a 

substantial reduction in material stretchability along the sheared edge. The analysis of 

material pre-strain on sheared edge stretchability for various combinations of minor and 

major strains revealed that, for the widely accepted industry-standard gap of 10% of the 

material thickness, pre-strain has a significant effect on stretchability, which intensifies 

with increased thinning of the sheet during pre-straining. With an extended clearance of 
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40%, the effect of pre-strain was less pronounced, indicating that the sheared edge had a 

greater impact on these cutting conditions than pre-strain. Analysis of the effect of the 

cutting angle on stretchability revealed that higher elongations were observed at 10° and 

20° cutting angles with a widely used 10% clearance, compared to orthogonal cutting 

with the same clearance.  

Later, Wang and Golovashchenko [88], [89] investigated the mechanisms of 

fracture of the aluminum AA6111-T4 blank subjected to shearing and stretching along 

the sheared edge. They showed that early fracture during stretching of the sheared edge 

originates from the burr tip and propagates perpendicular to the sheared surface. Multiple 

small cracks originate from the tip of the burr, indicating that there is no single local 

defect that leads to reduced material elongation of the sheared surface. They also 

demonstrated that deburring or solution heat treatment of AA6111-T4 samples can 

increase edge stretchability. 

More recently, Nasheralahkami et al. [90]ï[92] conducted an experimental study 

on the effect of clearance and tool wear on the trimmed edge quality and stretchability of 

DP980, comparing it with other steel sheets of varying strength levels, including 

HSLA340 and BH210. Nasheralahkami et al. [36] also performed a finite element study 

on the trimming process of DP980. They experimentally investigated how fractures were 

initiated and propagated during the tension test of the sheared edge. 
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2.3. Finite Element Modeling of Shearing Process 

One of the earliest research works was done by Popat et al. [93], who studied the 

optimal punch-die clearance and punch penetration using finite-element modeling. 

Results showed that the optimum punch-die clearance strongly depended on the local 

fracture strain of the material. The percentage of punch penetration when the crack 

initiated at the optimum punch-die clearance did not depend on parameters such as sheet 

thickness, work-hardening exponent, and ductility. 

Singh et al. [94] studied the design of various punches using finite element 

simulation. They demonstrated that the clearance between the punch and die affects both 

the punching force and the quality of the finished product. Their analysis also indicated 

that punches with balanced convex and concave shear faces require a lower punching 

force and have a reduced noise level. 

Goijaerts et al. [95], [96] conducted experimental and finite element analysis on 

the blanking of X30Cr13 stainless steel with varying punch-die clearance ranging from 

1% to 15%. Simulations were performed using different ductile fracture models, 

including plastic work criteria, Cockroft and Latham, Rice and Tracy, and Oyane et al.'s 

damage criteria. Authors later adopted the Rice & Tracy criteria, changed a constant 

parameter within the damage formula, and showed that these adopted criteria correlate 

very well with the experimental results. 



56 

Sartkulvanich et al. [26] studied the blanking of AHSS DP590 with four punch-

die clearances. Different fracture criteria were evaluated for FE modeling of blanking, 

and the results were compared with experimental data. The adapted Rice & Tracy 

criterion is shown to give the closest results when comparing the simulated part edge 

measurements to the experimental results. Additionally, the results of this criterion for 

hole expansion simulations with a spherical punch demonstrated that the predicted hole 

radii at fracture align well with experimental results. 

Hu et al. [97] examined the traditional and advanced trimming of AA6111-T4 

aluminum sheets using finite element simulations. The Rice-Tracy damage model was 

employed for the simulation, and damage parameters were estimated from experimental 

observations of the grain aspect ratio near the fracture surface of trimmed parts. Fine 

meshes at the shearing zone, adaptive meshing, and adaptive contact techniques 

accurately capture the contact interactions between the sharp corners of the trimming 

tools and the blank to be trimmed. FE Results showed that the crack initiation location 

was shifted to the sharp corner of the lower trimming, leading to the formation of burrs 

on the scrap side. Therefore, the part side showed significantly improved blanking quality 

in the robust trimming process.  

In another work done by Hu et al. [98], a finite element model was developed to 

predict the trimmed edge tensile stretchability of AA6111-T4 sheets by incorporating the 
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burr geometry, damage, and plastic strain from trimming simulations into subsequent 

tensile stretchability simulations. Simulation results were shown to successfully capture 

experimentally observed variations in edge crack initiation and failure modes for 

different trimming clearances. 

 

2.4. Tool Wear for Shearing AHSS 

Extensive research involving both numerical simulation and experiments has been 

conducted to study and predict tool wear in general sheet metal stamping. It is helpful to 

briefly review the development of wear models that describe the quantification of wear 

loss and the wear mechanisms during the sliding wear of AHSS sheet materials. 

Archard [99], [100] pioneered studies to quantify wear loss and proposed that 

wear was proportional to the applied stress and hardness of the material. Lim and Ashby 

[101], [102] worked under the assumption that the wear coefficient was dependent on 

sliding speed and applied load, and constructed wear maps for steel based on wear rate 

calculations and wear mechanisms. Hoffman et al. [103] presented a combination of 

classical wear equations developed by Archard and a finite element simulation model to 

predict die wear. Progressive die wear, determined by measuring the volume loss, was 

observed with an increase in the die radius. Ersoy-Nurnberg et al. [55] studied the 

numerical simulation of tool wear during the sheet metal drawing process, applying the 

modified Archard model. A correlation was established between the wear coefficient and 
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volume loss, with the dissipated energy attributed to the phase changes of the workpiece 

during the stamping processes.  

Pereira et al. [104], [105] demonstrated a qualitative description of the evolution 

and distribution of contact pressure at the die radius for a typical channel-forming 

process. They analyzed the deformation conditions, contact phenomena, and underlying 

mechanics, identifying three distinct phases. The initial and intermediate stages resulted 

in severe and localized contact conditions, with contact pressure values significantly 

exceeding the yield strength of the blank material. The final phase corresponded to a 

larger contact area with steady and reduced contact pressure. The proposed contact 

pressure model was compared to existing results and discussed in relation to tool wear. 

Palanisamy et al. [106] focused on predicting tool wear using two models, including 

regression and artificial neural networks.  

Ko and Kim [107] suggested an analytical scheme for predicting tool wear in the 

shearing process utilizing the finite element method and a wear model. They claimed that 

the need for regrinding of the shearing tool could be determined for an allowable burr 

height using the suggested scheme. They performed the pin-on-disk wear test, and the 

wear coefficient was determined using Archardôs wear model. It was demonstrated that 

the wear coefficient increased as both velocity and load increased during the wear test. 

Ko et al. [108] conducted a finite element analysis to investigate the wear 
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mechanism and predict the wear profile of the Ti-N-coated tool in the piercing process as 

a function of the production volume. 

Hambli [109] proposed a wear model for the sheet metal blanking process based 

on a finite element code. The tool wear was considered a function of normal pressure and 

material properties. The tools, however, were modeled as rigid bodies, and the wear 

variables were computed by considering the contacting elements. 

In work by Husson et al. [110], the effect of tool wear was simulated by assuming 

different punch corner radii. It was shown that tool wear leads to the formation of burrs, 

and burr height increases as the cutting clearance increases. It was also observed that the 

effect of tool wear is more pronounced at higher blanking clearances. 

Makich et al. [111] proposed a method using 3D topographical images to measure 

the volume of a burr in a blanking operation and to correlate it with punch wear. They 

demonstrated that the overall trend is an increase in burr volume as the number of press 

strokes increases, with a higher rate of growth up to 100,000 strokes. This pattern and the 

volume of generated burr are shown to depend on the sheet material. 

Luo [57], [112] investigated the worn behaviors of the punch in piercing a hole in 

a larger thickness plate of AISI 52100 steel using two kinds of convex double shear 

angles. Hernandez et al. [60] presented a theoretical model of the effects of tool wear on 

the shearing mechanism and resulting form errors, as well as an experimental study of 
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edge draw-in, depth of crack propagation, and burr height for AISI 304 stainless steel 

sheet.  

Cora and Koç [113] investigated and compared the wear performances of 

different, uncoated die materials (AISI D2, Vanadis 4, Vancron 40, K340 ISODUR, 

Caldie, Carmo, 0050A) for punching AHSS DP600 sheet material. They investigated the 

impact of the die material, surface roughness, and plastic deformation on wear 

performance. 

Krause and Bell [114] conducted a die wear study up to 200,000 strokes on PM 

4%V, 60 HRC punch for punching a 1-mm-thick 1400 MPa grade steel sheet. They 

examined three different clearances ï 6%, 10%, and 14% ï and concluded that the lower 

clearance caused galling. In comparison, higher clearance caused high bending stresses in 

the cutting edge, increasing the risks of edge chipping. They found that 10% is the 

optimum clearance for the material studied, resulting in minimal tool wear. 

Högman [30] studied the influence of punch-die clearance on the punch life for 

blanking a rectangular-shaped part out of 1mm-thick Docol DP800 sheet material. The 

tool material was Vanadis 4, with a hardness of 60 HRC. The results showed that the 

punch with a punch-die clearance of 10% at the rectangle corner lasted 40,000 strokes 

before chipping, while the punch with a punch-die clearance of 20% at the rectangle 

corner lasted 200,000 strokes without chipping. 
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Zeidi et al. [115] studied the failure mechanisms of AISI D2 punch heads, 

focusing on damage caused by wear and fatigue. Using microscopic evaluation and 

microhardness testing, they identified three main types of damage: swollen, mated, and 

cracked punches. They found that uneven chromium carbide distribution and 

microstructure inconsistencies were the main reasons for material failure and cracking. 

Three types of chromium carbides were present in the D2 punch material, including 

coarser Cr7C3 and smaller Cr23C6 and Cr3C2 carbides. Cracks began at the punch surface 

and gradually extended inward. Both abrasive wear and fatigue played significant roles in 

the development of larger cracks; additionally, layers accumulated on the punch surface 

over time. 

Among the limited studies addressing trimming tool failure in dual-phase steels, 

the work of Choi et al. [116] stands out as the most relevant to DP980 material. Their 

combined experimental and finite element analyses revealed that burr height 

progressively increased with the number of strokes due to tool failure under high contact 

pressure. Furthermore, a negative die inclination angle (ī10Á) improved sheared edge 

quality by reducing trimming load and mitigating stress concentration at the die edge, 

whereas a positive inclination (+10°) promoted tool damage and burr formation. The FE 

results also indicated that at clearances between 12% and 21%, hydrostatic compressive 

stresses at the lower die corner suppressed crack initiation from the bottom side, leading 
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instead to crack initiation from the upper tool edge under tensile stress. 

Despite its importance, this study had several limitations. No results were 

presented for clearances larger than 21%. Moreover, the authors did not investigate the 

post-trimming performance or stretchability of the sheared edges ï an essential factor for 

forming operations that follow trimming. While Choi et al. [116] reported no significant 

burr formation in their tests, our experiments on DP980 revealed distinct burr formation 

and subsequent burr break-up, leaving the trimmed edge nearly burr-free. 

 

2.5. Fatigue Analysis of Tool Materials 

In practical engineering situations, components rarely experience idealized 

loading cycles; instead, they are often subjected to fluctuating loads that introduce a mean 

stress component to the stress cycle. In our case, trimming tools mainly undergo 

compressive and shear stresses during the sheet metal cutting process, especially in the 

early stages before fracture initiation. Therefore, understanding how compressive mean 

stress and shear stress influence fatigue life is crucial for our broader analysis.  

2.5.1. Mean Stress Effect 

Mean stress occurs when the loading conditions are not fully reversed, resulting in 

a difference in magnitude between the maximum and minimum loads. Numerous 

mechanical designs experience cyclic loading, where the applied loads are asymmetrical. 

It has been understood for a long time that non-zero mean stress can affect the fatigue 
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behavior of materials. It is widely accepted that compressive mean stress is advantageous, 

while tensile mean stress is harmful to fatigue performance [117]. 

The mean stress,„ , is the algebraic average of the maximum stress, „ , and 

the minimum stress, „ , in one cycle, as written in Equation (2.1): 

„
„ „
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(2.1) 

The stress amplitude, „, is one-half the range of stress, as Equation (2.2) 
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Also, the stress ratio, R, is given by Equation (2.3)  
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Several models have been proposed to explain how mean stress affects fatigue 

behavior. Some of the most commonly referenced stress-based mean stress equations in 

the literature include the Modified Goodman, Morrow, Soderberg, Smith-Watson-

Topper, Gerber, and Walker equations.  

The Modified Goodman equation is given by Equation (2.4) [118]: 

„

„

ʎ

„
ρ (2.4) 

Where „  and „ are the corrected alternating stress and the material's ultimate 

tensile strength, respectively. The Modified Goodman model suggests that as the ultimate 

strength of a material increases, „  becomes less sensitive to mean stress. 
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Morrow [119] suggested modifying the Goodman relationship by employing the 

true fracture strength instead of tensile strength, as shown in Equation (2.5): 

„

„

ʎ

„
ρ (2.5) 

Where „ is the true fracture strength in the monotonic tension test. For materials 

with low necking, the gap between tensile strength and true fracture stress is small; 

therefore, the Morrow and Modified Goodman equations produce similar results. In 

contrast, for materials that show high necking, the difference between tensile strength and 

true fracture stress can be considerable. 

The Soderberg [120] line equation is similar to the Modified Goodman line 

equation, with yield strength, „, substituting the ultimate tensile strength: 

„
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The Soderberg method is viewed as more conservative than the Goodman and 

Morrow models. 

Another popular equation is the Gerber parabola, as represented by Equation 

(2.7): 
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This method tends to overestimate fatigue lives and is only valid for tensile mean 

stresses, as it inaccurately predicts a harmful effect of compressive mean stresses [121].  
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Regarding tensile mean stresses, the Goodman and Soderberg models tend to give 

conservative predictions, while the Gerber model produces non-conservative results. 

Conversely, for compressive mean stresses, the Goodman and Soderberg models may 

offer non-conservative estimates, and the Gerber model might not be suitable [122]. 

Another fatigue model is the Smith, Watson, and Topper (SWT) [123]. Three 

equivalent forms of this model are shown in Equation (2.8). 

„ „ „        (a) 

„ „        (b) 

„ „          (c) 

(2.8) 

The SWT model has the advantage of not relying on any material constant and 

has been shown to give acceptable and consistent results for various materials [121].  

Walker [124] used a similar approach, introducing a product of the maximum 

stress and the stress amplitude with an exponential parameter ‎ to predict the fatigue life 

under non-zero mean stress conditions. Three corresponding equivalent forms are given 

in Equation (2.9). 

„ „  „          (a) 

„ „       (b) 

„ „       (c) 

(2.9) 

Note that „ „ „, so that Equations (2.8) and (2.9) also provide the 

general function of „ Ὢ„ȟ„ . 



66 

Values of ‎ for Equation (2.9) can vary from 0 to 1, but metals are usually 0.4 to 

0.8. If ‎ πȢυ, Equation (2.9) reduces to Equation (2.8). The term (ρ ‎) can be 

considered a measure of the materialôs sensitivity to mean stress; lower ‎ means more 

sensitivity to mean stress than higher values [125].  

Figure 2.1 displays a schematic diagram comparing the described models. The 

Goodman relationship focuses on mathematical simplicity and applies to brittle materials. 

In contrast, the Soderberg equation is typically applied to ductile materials due to its 

conservative values. Additionally, the Gerber model is commonly used for ductile 

materials („Ὢ>„ό). The Morrow and Goodman theories are also comparable for brittle 

steels. Furthermore, multiple S-N curves, known as mean stress curves, can be 

constructed if test results are available [126]. 

 

Figure 2.1. Schematic of Soderberg, Gerber, Goodman, and Morrow diagrams [127]. 

Most of these fatigue models were first introduced for tensile mean stresses; 
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however, some have been extended to the compressive mean stress domain and have 

been applied in the literature.  

It is often reasonable to extrapolate the correction line for compressive mean 

stresses, as illustrated by the dashed lines in Figure 2.2 [128]. Many experiments have 

shown that it is safe [129]. According to Schijve [129], a crack opening requires a larger 

stress amplitude if a negative mean stress is present. In practice, it implies that fatigue is 

rarely a problem for a negative mean stress. 

 

Figure 2.2. Haigh diagram showing different mean stress corrections in the compressive 

mean stress region [128]. 

Dowling [130] demonstrated a good correlation between Goodmanôs life 

correction and experimental data for both tensile and compressive mean stresses for AISI 

4340 steel grade. Meyer [131] showed that the modified Goodman method provides good 

data correlation for smooth specimens under compressive mean stress. However, for 
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notched specimens, it tends to be overly conservative regarding compressive mean stress 

data while being non-conservative for tensile mean stress data. 

Dowling et al. [125] used Goodmanôs method and demonstrated that, for 

compressive mean stresses, the calculated stress amplitude is slightly lower and predicts a 

longer life than experimental results for selected steel grades. They also applied 

Morrowôs model across the full range from compressive to tensile mean stress for two 

steel grades, showing that the theoretical predictions closely matched the experimental 

data.  

Meyer [131] used the SWT equation to calculate the average compressive and 

tensile stresses for fatigue analysis of cast iron. He showed that SWT offers more 

accurate fatigue predictions for notched specimens than for smooth ones, across both 

tensile and compressive mean stress ranges. Dowling demonstrated that SWT is a reliable 

method for predicting fatigue in aluminum alloys. However, tested steel grades give non-

conservative estimates of compressive mean stresses [130]. 

According to Meyer, the Gerber equation is highly non-conservative and cannot 

account for compressive mean stress [131]. The Gerber equation is limited to tensile 

mean stresses, as it incorrectly predicts a harmful effect of compressive mean stresses 

[121], [125]. 

da Silva et al. [132] investigated the impact of mean stress on the fatigue behavior 
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of hard carburized steels with a Rockwell C hardness of 58-63 and ductile pre-stressing 

wire steel. They compared their experimental results with several commonly used mean 

stress correction models, including the Goodman/Morrow, SWT, and Walker relations. 

The findings demonstrated that these models provided a reasonable fit to the 

experimental data for tensile mean stresses in hard steels. However, the study found that 

the experimental data did not align well with these traditional models for compressive 

mean stress conditions, indicating a need for further research to develop more accurate 

predictive models for such scenarios. As a result, the authors proposed a new mean stress 

model that combines the Morrow rule for positive mean stresses and equates the 

maximum stress in a fatigue stress cycle to the fully reversed constant amplitude stress 

for negative mean stresses. This new model has proven effective in providing accurate 

predictions for hard carburized steels in both tensile and compressive mean stress 

regions. 

2.5.2. Multiaxial Fatigue Models 

Predicting fatigue behavior under complex, multiaxial, and often non-proportional 

loading conditions requires models that incorporate both shear-driven damage 

mechanisms and the influence of normal stress. One approach to extend continuum-based 

uniaxial damage formulations to multiaxial fatigue is through critical plane analysis. In 

this approach, a fatigue damage parameter is calculated on multiple planes with various 
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orientations, and the plane showing the maximum damage parameter is identified as the 

critical plane where failure is most likely to occur. Under in-phase loading, the 

orientation of this plane remains constant, while for constant-amplitude loading, the 

damage accumulation rate on that plane remains constant [133]. 

Depending on the applied stress state, environmental factors, component 

geometry, and stress amplitude, fatigue damage may be dominated by crack initiation 

along planes of either maximum shear stress or maximum normal stress [134]. Models 

based on the critical plane analysis are therefore especially effective, as they explicitly 

consider the stress or strain histories acting on these physically meaningful planesðthose 

on which fatigue cracks originate and subsequently propagate. The idea of combining 

normal and shear stresses on a specific plane within a material was first suggested by 

Stanfield [135] and later developed and extended by other researchers. In this section, 

some of the most popular multiaxial fatigue models are briefly discussed. 

Findley [136] proposed a model considering the effect of the mean stress value, 

where the equivalent amplitude of shear stress on the critical plane (shear plane in this 

case). He suggested that the normal stress, „, acting on a shear plane might have a 

different linear influence on the allowable shear stress amplitude, 
Ў

. According to this 

criterion, fatigue failure starts from the plane on which the left term in Equation (2.10) is 

maximized. 
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Parabolic forms were examined, but Findley concluded that a linear model was 

adequate to describe the experimental data. In this context, k is a material constant linked 

to the material's sensitivity to normal stresses, and f directly correlates with the material's 

fatigue strength. 

Dang Van [137] proposed a multiaxial fatigue criterion based on mesoscopic 

(grain boundary) stress observation. The Dang Van criterion assumes that fatigue failure 

does not occur if all grains within the material reach a stable elastic state. In other words, 

after an initial transient period lasting a few load cycles, the material undergoes isotropic 

hardening, after which the stressïstrain response remains within the elastic domain. The 

mesoscopic shear stress, †, combined with the hydrostatic stress, „ȟ , controls the 

onset of critical deformation. The maximum mesoscopic shear stress value is determined 

based on principal stresses. 

The stresses discussed above are combined using a linear function that defines 

effective shear stress, † : 

† † Ὧ„ȟ  (2.11) 

The parameter k is determined by Equation (2.12) as a function of fatigue limits in 

alternating torsion, † , and fully reversed bending, „ . 
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Another multiaxial model based on critical plane theory was presented by Fatemi 

and Socie [138] in 1988. The model is as follows: 

Ў‎

ς
ρ Ὧ

„ȟ
„

†

Ὃ
ςὔ ‎ ςὔ  (2.13) 

The shear strain range, æɔ, and the maximum normal stress in a plane, „ȟ , 

are the two parameters considered in this model. Shear loading is required for crack 

initiation since fatigue cracks begin on high-shear planes. Normal stress is also 

significant. In Equation (2.13), Űf is the coefficient of shear fatigue strength, bɔ is the 

exponent of shear fatigue strength, ‎ is the ductility coefficient of shear fatigue 

strength, cɔ is the exponent coefficient of shear fatigue strength, G is the shear modulus, 

and k is a normal stress sensitivity parameter. 

Next, previous research on the fatigue life prediction of tool steels has been 

reviewed, as the durability and lifespan estimation of metalworking tool materials have 

been investigated in several studies.  

Fu et al. [139] presented a simulation-based methodology for evaluating and 

enhancing the fatigue life of M2 tool steel in the gear forging operation. The authors 

employed stress-life and strain-life approaches to predict tool fatigue life, integrating 

finite element analysis (FEA) to simulate the stress and strain distributions during 

operation. They identified potential fatigue locations in the punch and die, where the 
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maximum principal strains and maximum principal stresses are the greatest, respectively. 

Then, the punch and die fatigue life was estimated using the strain-life and stress-life 

diagrams for M2 tool steel. 

Another study by Tong et al. [140] proposes a similar approach to the CAE-

enabled die fatigue life analysis and improvement methodology. The Goodman mean 

stress correction is used to represent the relationship between die stress and its 

corresponding fatigue life, leading to the construction of a Haigh diagram for M2 tool 

steel. Once the potential areas of fatigue and the variations in loading cycles are 

identified, the stress panorama and the maximum and minimum principal stresses are 

identified. Finally, the die fatigue life has been estimated. 

Long et al. [141] examined the fatigue performance of H13 steel tools used in 

Friction Stir Welding (FSW) of aluminum alloys. The researchers demonstrated that 

during steady-state FSW, the welding tool experiences multiaxial stresses, including 

tension, compression, torsion, and bending. These conditions can lead to multiaxial 

fatigue. For this analysis, the maximum principal stress of the tool was used as the fatigue 

analysis stress for the S-N curve, simplifying the calculation model. The stress analysis of 

the welding tool indicated that all average stresses at the pin root of the tool are tensile. 

As a result, the corresponding S-N curve for the tool is lower than the standard S-N 

curve. The standard S-N curve for H13 steel, constructed using the Basquin model, was 
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applied to analyze and predict fatigue life. 

In studies conducted by Skov-Hansen and his team [142], [143], low-cycle fatigue 

analysis and fatigue crack growth testing were performed on cold-forging tool materials. 

These tests were combined with finite element modeling to predict the tool's lifespan. 

The models first calculated the number of forming cycles required for crack initiation, 

subsequently leading to catastrophic failure during the crack growth phase. By applying 

the strain levels identified through finite element analysis, the researchers could estimate 

tool life by comparing these predictions with the actual lifespan measurements obtained 

from the material tests. They utilized the Modified Goodman model to account for the 

effects of mean stress on fatigue life.  

Alimov et al. [144] employed the Manson-Coffin-Basquin equation, with 

Morrow's mean stress correction, implemented in QForm finite element software, to 

predict the fatigue life of hot-forging dies made from AM-processed 17-4PH steel. Due to 

the absence of any considerable plastic strains up to the last few cycles before failure, the 

strain term in the fatigue equation was neglected. They simulated the distribution of the 

first principal stress surface during the forging process for all die elements and then 

calculated the corresponding fatigue life for each element. 

Ab-Kadir et al. [145] developed an integrated approach combining Finite Element 

Analysis (FEA) and the stress-life method to estimate the fatigue life of cold forging 
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punches used in fastener production. The study examined stress distribution, elastic 

deformation, and forging load to identify potential areas prone to fatigue. Using 

DEFORM F3 software, four punch designs with varying corner radii were analyzed. The 

stress-life approach was employed to predict fatigue life while incorporating modification 

factors to enhance punch performance. Simulation results confirmed that increasing the 

corner radius of the punch reduced stress concentration, elastic deformation, and forging 

load. The largest corner radius design demonstrated the lowest stress, minimal elastic 

deformation, and the longest fatigue life. These results highlight the need to optimize 

punch geometry to improve durability and efficiency, offering a method to refine die 

designs. 

Salunkhe et al. [146] presented an Artificial Neural Network (ANN) model to 

predict the life of compound dies used in sheet metal forming. The model considered key 

die components (die block, punches, and stripper) and factors like punch force, stripping 

force, and material properties. Finite Element Analysis (FEA) was employed to 

determine stress values, and fatigue life was estimated using the S-N curve and 

Goodmanôs equation. However, the proposed model includes several simplifications ï 

such as assuming uniform loading conditions, ignoring local stress concentrations, and 

limiting consideration of microstructural effects ï which restrict its applicability to 

specific die geometries and operating conditions, thereby reducing its overall validity for 
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complex industrial situations. 

To the authorôs knowledge, there are few scientific publications on the fatigue 

analysis and life estimation of trimming dies used for AHSS. However, the work done by 

Picas [147] is the most relevant in this area. This work provided a detailed analysis of the 

microstructural, mechanical, and tribological properties of various cold-work tool steels, 

including 1.2379 (D2 equivalent), K360, UNIVERSAL, and HWS, used in UHSS and 

PHS trimming and punching applications. Picas examined crack nucleation and growth 

under both monotonic and cyclic loads, finding that crack initiation typically originates 

from carbide cleavage or inclusion particles once the surrounding matrix yields. The 

work also showed that traditional Linear Elastic Fracture Mechanics (LEFM) models, 

such as those based on Parisô law, have limitations in predicting tool life because they 

assume pre-existing cracks and ignore nucleation and surface changes caused by wear 

and plastic deformation. 

Building on these findings, Picas reviewed several fatigue life prediction models 

and categorized them by their approach. Fracture-mechanics-based models linked fatigue 

limits to carbide or inclusion size distributions using probabilistic methods. Meanwhile, 

other studies introduced finite element (FE)ïbased algorithms to simulate wear and 

fatigue by incorporating fracture parameters. Despite these advances, none could 

accurately describe fatigue failure in UHSS shearing tools, largely because of the 
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complex interactions among microstructural anisotropy, cyclic contact stresses, and 

surface wear. To address these limitations, Picas proposed a new micro-mechanical 

damage model that links the degradation of the elastic modulus (E)  

to the applied stress and the number of loading cycles. This approach was claimed 

to enable tool-life prediction based on the progressive softening of the metallic matrix, 

rather than relying on predefined crack geometry or propagation criteria. However, she 

did not further develop or validate this concept within her work, leaving it as a theoretical 

framework and a suggestion for future research. 

 

2.6. Summary and Research Needs 

To summarize the key findings from the reviewed literature, two tables were 

prepared: one listing studies conducted on materials other than DP980, and another 

dedicated exclusively to research on DP980 sheet steel. Table 2.1 summarizes the works 

on other materials, while Table 2.2 focuses on DP980. 

Table 2.1. List of studies on the shearing of other materials.  

Author(s) Materials Topic Method Key findings/contributions 

Weaver & Weinmann 

[29]; Johnson & 

Slater [65]; Jana & 

Ong [66] 

Mild 

steel, 

Al  

Sheared edge features 

Variables: clearance, 

tool sharpness, speed 

Exp ŷClearance Ÿ Źplastic 

deformation but ŷburr;  

high-speed blanking 

improves edge finish. 

Li [64] Al 

6xxx 

Trimming parameters 

Variables: clearance, 

angle, sharpness 

Exp Links clearance/rake to 

burnish depth & burr; 

micro-mechanisms of 

trim fracture. 
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Table 2.1. ï Continued 

Author(s) Materials Topic Method Key findings/contributions 

Le et al. [23] Al 

6111-T4 

Trimming parameters: 

Sheared edge tension ï 

variables: clearance, 

cut angle, RD/TD 

orientation, pre-strain 

Exp ŷClearance Ÿ Źedge 

stretchability; 10ï20° cut 

angles at 10% clearance 

improved elongation; pre-

strain effects depend on 

clearance 

Ilinich et al. [67];  

Wu et al. [25] 

DP500; 

DP 

steels 

Sheared edge features 

ï variables: material 

strength, clearance, 

RD/TD orientation 

Exp Elongation sensitive to 

orientation & method; 

zone heights tied to 

clearance / strength / 

orientation 

Chintamani & Sriram 

[68] 

BH210, 

DQSK, 

DP500 

Burr as a QC metric vs 

clearance 

Exp Burr height tracks die 

performance;  

ŷClearance Ÿ ŷburr 

Wiedenmann et al. [69] DP590 HER & edge geometry 

ï variables: clearance, 

punch shape, burr 

up/down 

Exp + 

FE 

ŷClearance Ÿ 

ŷrollover/fracture, 

Źburnish; spherical punch 

reduces burr-orientation 

effect on HER 

Golovashchenko  

[71-73] 

Al 

6111-T4 

DP500/ 

DP600 

ñRobustò trimming 

(scrap support + dull 

upper) 

Exp Significant burr 

reduction; maintains edge 

stretchability; prevents 

hairline slivers 

Adamczyk & Michal 

[75];  

Comstock et al.[78]; 

Stanton et al. [79]; 

McEwan et al. [80]; 

Karelova et al. [83]; 

Hance et al. [84]; 

Atkins et al. [85]; 

Chiriac [86] 

Steels & 

Al  

Hole expansion test 

Edge prep effect; 

empirical HER models 

Exp HER is highly edge-

condition dependent; 

empirical HER formulas 

(steels, Al); HER test 

stress state differs from 

trimming 
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Table 2.1. ï Continued 

Author(s) Materials Topic Method Key findings/contributions 

Golovashchenko  

[37-39];  

Wang et al. [87] 

Several 

AHSS 

Sheared edge tension 

alternative to HER; 

localized strain 

Exp Small clearances favor 

ductile edge failure; 

simple QA methods for 

sheared edges 

Popat et al. [93]; Singh 

et al. [94]; 

Sartkulvanich et al. 

[26]; Goijaerts et al. 

[95, 96]; 

Hu et al. [97, 98] 

Various 

metals 

Finite Element 

Modeling (FEM) of 

blanking/ trimming; 

Influence of clearance, 

mesh size, fracture 

criteria 

FE RiceïTracy and related 

criteria frequently best fit; 

robust trimming shifts 

crack/burr to scrap; 

integrated trimŸtension 

sims predict edge 

stretchability 

 

Table 2.2. List of studies on the shearing of DP980 steel. 

Author(s) Topic Method Variables/ 

metrics 

Key findings What is Missing? 

Mori et al. 

[76] 

Hole 

expansion/ 

edge 

smoothing 

Exp Conical punch; 

post-punch 

smoothing 

loads 

Smoothing raised 

DP980 HER by 

~40% 

· Experimental 

punching and HER 

only 

· Punching is not 

directly reflective of 

trimming 

· No modeling work 

Chiriac et al.  

[81, 82] 

Edge 

stretchability 

with pre-strain 

(flat vs conical 

punch) 

Exp Pre-strain; 

punch shape 

Conical Ÿ 

uniform edge 

strain, HER 

insensitive to pre-

strain; Flat Ÿ 

localized strain, 

HER decreases 

with pre-strain 

Hance et al. 

[84] 

Edge 

preparation 

methods vs 

HER 

Exp Punching vs 

machining, 

waterjet, laser 

Non-mechanical 

cutting improves 

HER vs punching 

for DP980 
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Table 2.2. ï Continued 

Author(s) Topic Method Variables/ 

metrics 

Key findings What is Missing? 

Shih et al.  

[32, 34] 

Adjustable 

straight-edge 

shearing for 

AHSS, 

Stretchability by 

half-specimen 

dome test 

Exp Shear rake, 

lower rake, and 

back-cut 

angles, 

clearance 

Optimal angle 

combo + 15% 

clearance 

improved DP980 

edge 

stretchability; 

laser/mill/waterje

t > mechanical 

shearing 

· Novel 

stretchability 

method.  

· Complex three-

angle cutting does 

not seem practical in 

real production! 

Wang et 

al. [87] 

Sheared edge 

tension test 

Exp Half-dog-bone 

with one 

sheared edge 

AHSS incl. 

DP980 shows 

limited diffuse 

necking; simple 

QA test for edge 

formability 

· Experimental work 

only  

· Two clearances 

only 

Cheng et 

al. [161] 

Post-necking 

grid-size-

dependent 

fracture model 

for trimming of 

DP980 

FE Microstructure-

based model 

Calibrates grid-

size-dependent 

fracture strains 

for accurate 

DP980 failure 

prediction 

· Some assumptions  

· No physical 

validation 

· Used the 

extrapolated SS 

curve 

Choi et al. 

[116] 

DP980 

trimming, 

focusing on tool 

failure 

Tool: Hardened 

cast-tool steel 

57-58 HRC 

Exp + 

FE 

Burr vs 

strokes; die 

inclined angle; 

edge profile 

Number of 

strokesŷ Ÿ burr ŷ 

-10Ü angle Ÿ tool 

failureŹ & burrŹ 

FE results: 

compressive 

stress at lower Ÿ 

no crack from 

lower die corner 

Ÿ no burr, but 

for lower 

clearances only 

· No study for 

clearances larger 

than 21% 

· Up to 20,000 cuts 

only 

· No part 

stretchability 

evaluation 

· No tool failure 

mechanism 
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Despite significant progress in understanding the shearing and trimming of 

AHSS, important gaps still existðespecially for ultra-high-strength grades like DP980. 

While earlier studies have examined the effects of cutting clearance, tooling geometry, 

and post-trimming stretchability (mainly through hole expansion tests), critical issues 

related to tool life, fatigue failure mechanisms, and edge formability under industrial 

trimming conditions remain less explored. 

Specifically, limited attention has been given to: 

-  The fracture behavior of DP980 during trimming, especially when burr-free 

edges form at large clearances. 

-  The post-trimming stretchability and cracking behavior of sheared edges 

during subsequent forming operations. 

-  The degradation and fatigue-related failure of D2 trimming dies after very 

high stroke counts typical of industrial use. 

-  The lack of predictive frameworks for trimming tool life, especially those that 

combine experimental data with simulation-based approaches. 

These gaps highlight the need for a comprehensive investigation combining 

experimental and numerical methods to better understand and predict DP980's trimming 

behavior, improve edge quality, and increase tool durability. The next chapter details the 

specific objectives and methodologies used to address these research needs. 
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CHAPTER THREE 

RESEARCH OBJECTIVES AND APPROACHES 

 

 

 

The motivation for this research came from early production experiences with 

ultra-high-strength DP980 steel, which exhibited minimal burr formation even at large 

clearances. Although trimmed DP980 edges often displayed unusually small burrs ï 

especially when compared to lower-strength grades like BH, HSLA, DP500, or DP600 ï 

these burr-free edges still tended to crack prematurely during forming operations. This 

observation for DP980 contradicts the well-established relationship between stretchability 

and burr height, illustrated in Figure 1.7. Simultaneously, trimming tools used for high-

volume DP980 stamping were found to suffer from excessive wear and chipping, 

particularly after extended use, raising concerns about tool durability and the ability to 

maintain consistent edge quality. 

The current research seeks to address these knowledge and application gaps by 

focusing on the following main objectives: 

1. Improve the sheared edge quality and performance of UHSS DP980, which 

has high potential for reducing weight in automotive structures. 

2. Understand the main impact of the fracture mechanism on edge stretchability 

when there are no large burrs on the sheared edge DP980. 
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3. Develop a numerical model predicting the trimming process with a 

deformable die. 

4. Make maintenance of trim dies predictable and prevent catastrophic die 

failures during high-volume trimming operations. 

The following approaches are employed to achieve the above objectives: 

1.  Analyze the trimming mechanism in DP980 ï Develop a fundamental 

understanding of how ultra-high-strength steel is trimmed and explain why the 

trimmed parts have reduced edge stretchability. 

2. Cutting parameter optimization ï Identify trimming conditions, especially 

cutting clearance, that create advantageous sheared edge morphologies and 

enhance the stretchability of DP980 during downstream forming. 

3. Development of diagnostic tools for edge quality ï Based on analyzing 

sheared edge parameters under various cutting conditions, develop a non-

destructive quality control method that enables early detection of declining 

quality in trimmed parts. 

4. Tool wear characterization and maintenance criteria ï Analyze the 

progression of tool wear and chipping over high stroke counts using 

profilometry and optical methods, and establish thresholds for predictive 

maintenance. 
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5. Fatigue-based life prediction of trimming tools ï Use experimental data and 

finite element modeling to simulate the fatigue life of broadly used D2 

trimming inserts, incorporating existing fatigue models and real-world loading 

histories. 

Together, these approaches will provide an integrated experimentalïnumerical 

framework for enhancing trimmed edge performance, extending tool life, and reducing 

downtime and costs in the mass production of automotive UHSS components. 
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CHAPTER FOUR 

SHEARING PROCESS AND CHARACTERIZATION OF THE 

SHEARED EDGE OF DP980 

 

 

 

This chapter details the materials used in this study, the experimental procedure of 

trimming and punching operations, and the results of the sheared edge characterization. 

4.1. Materials 

Ultra-high-strength dual-phase steel (DP980) was selected as the primary sheet 

material for this study. For comparison, several other sheet steels with different strength 

levels were also examined: 

-  High-strength low-alloy (HSLA 340/410), 1.4 mm thick 

-  Bake-hardenable (BH 210/340), 0.55 mm thick 

-  Interstitial-free (IF) mild steel, 1.2 mm thick 

Two commercial DP980 steels from different suppliers were examined. Their 

nominal chemical compositions, based on mill certificates, are listed in Table 4.1. 

Table 4.1. The chemical composition of the studied DP980 sheets. 

Material 

index 
Supplier 

Chemical composition (%wt.) 

C Mn P S Si Ni Cr Mo Al  Nb 

DP980-1 Supplier 1 0.154 1.89 0.019 0.003 0.527 0.01 0.04 0.004 0.048 0.002 

DP980-2 Supplier 2 0.10 2.32 0.012 0.002 0.117 0.014 0.583 0.097 0.033 0.037 
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The mechanical properties of the two DP980 sheets are presented in Table 4.2. 

Table 4.2. The mechanical properties of DP980 sheets. 

Material 

index 

As-received 

thickness 

(mm) 

Yield 

strength 

(MPa) 

Tensile 

strength 

(MPa) 

Uniform 

elongation 

(%) 

Total 

elongation 

(%) 

n-value 

(4-6%) 

DP980-1 1.45 786 1004 7.3 13.5 0.078 

DP980-2 1.50 696 1027 9.2 13.7 0.085 

From the name designation, both DP980-1 and DP980-2 are dual-phase steels 

with a minimum ultimate tensile strength (UTS) of 980 MPa. Even though their chemical 

compositions are similar, their mechanical behavior may differ. Tensile test results of 

these two DP steels are shown in Figure 4.1 for different directions relative to the rolling 

direction, and the results of the longitudinal direction are marked in the graphs for 

comparison purposes. With a similar ultimate strength level, DP980-1 exhibits 

significantly lower uniform elongation compared to DP980-2, but displays noticeably 

higher post-necking deformation. 

The scanning electron microscopy study was performed to analyze the 

microstructure and grain morphology of two DP steels, and the microstructures are 

illustrated in Figure 4.2. The figure shows that the studied steels have different grain sizes 

of martensite and ferrite phases. The average grain size in DP980-2 is about one-third of 

that in DP980-1. This could explain why the amount of uniform elongation in DP980-1 is 

much smaller than in DP980-2. 
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Figure 4.1. Engineering stress-strain curves for (a) DP980-1 and (b) DP980-2 sheets. LD, 

TD, and DD denote the longitudinal, transverse, and diagonal directions, respectively. 

Marked uniform and post-necking elongations are related solely to LD. 

 

Figure 4.2. Scanning Electron Microscopy microstructure of (a) DP980-1 and  

(b) DP980-2 steel sheets. 

4.2. Trimming Operation 

A schematic of the mechanical trimming processes employed in this study was 

shown earlier in Figure 1.11 (a). The clearance is the horizontal distance between the 

upper and lower trimming tools. In our trimming experimentation, clearance was 

precisely controlled and varied using a set of shims, as shown in Figure 4.3. Significant 
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attention was paid to providing the experimental die with substantial stiffness to avoid 

clearance variation during the cutting process. This dissertation expresses the percent 

clearance ratio of this distance to the sheet thickness. In the trimming experiment, the 

upper and lower cutting inserts were made of D2 high-carbon, high-chromium cold-work 

steel. The typical chemical composition of D2 tool steels is 1.55 wt.% C, 11.5 wt.% Cr, 

0.8 wt.% Mo, 0.9 wt.% V, 0.3 wt.% Mn, and 0.4 wt.% Si [148]. Both inserts had sharp 

trimming edges with a zero-degree cutting angle. 

 

Figure 4.3. The experimental trimming tool. 

The trimming line for cutting specimens included a decoiler, straightener, 

automatic feeder, and a 65-ton Minster mechanical press, as shown in Figure 4.4. The 

specimens were trimmed at a speed of 45 strokes per minute. The schematic diagram, as 

shown in Figure 4.4 (d), provides an overview of the trimming line's functional layout, 



89 

showing the material flow from the coil through leveling, feeding, and shearing stages. 

This setup ensures a consistent and repeatable environment for evaluating tool durability 

and sheared edge formability under production-like conditions. 

 

Figure 4.4. The trimming line consists of (a) decoiler, (b) Dallas Industries straightener 

and automatic feeder, (c) 65-ton Minster mechanical press, and (d) schematic 

representation of trimming line. 

Trimming clearance was varied using precision shims, as detailed in Table 4.3, 

for each sheet of material. 

The dimensions of the trimmed specimen are shown in Figure 4.5 (a). To study 

the effect of material orientation on the sheared edge quality, shearing operations were 

done on sheets with different cutting directions with respect to the rolling direction, as 
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shown in Figure 4.5 (b). Based on the orientation of the trim line to the rolling direction, 

we will have longitudinal (LD), transverse (TD), and diagonal (DD) trimmed specimens. 

Table 4.3. Variation in trimming clearance by material type. 

Material Type 
Sheet Thickness 

(mm) 
Trimming clearance (%t) 

DP980 1.45 4 10 17 20 30 40 

HSLA340 1.4 4 11 18 21 32 43 

BH210 0.55 - 12 18 27 36 45.5 

IF 1.2 5 12.5 17 21 25 37.5 

 

 

Figure 4.5. (a) Dimensions of trimmed specimen, (b) trim line direction with respect to 

the rolling direction. 

 

4.3. Measurements of Sheared Edge Features 

Measurement of the burr height of the trimmed specimens was carried out using a 

Mitutoyo MDC-1ò SXF digital micrometer, Figure 4.6 (a). Five repeated tests were 

conducted for each test condition, and measurements were taken at ten locations on each 
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specimen. The experimental results in this study are presented as averaged values with 

their standard deviations, based on 50 measurements. To measure the rollover, burnish, 

and fracture zones of the trimmed specimens, the specimens were photographed under a 

Nikon SMZ745T microscope, and MATLAB software [149] was used for image 

processing (Figure 4.6 (b) and (c)). The difference between the thicknesses at the edge 

measured by the microscope and by the micrometer was taken as the rollover length. 

 

Figure 4.6. Measurement tools including (a) digital micrometer, (b) Nikon Microscope, 

and (c) Matlab measurement scheme. 

 

4.4. Influence of Trimming Clearance on Sheared Edge Quality 

As previously defined by published literature, the most critical factor influencing 

trimming quality is the clearance between the cutting edges. Figure 4.7 shows the 

experimental plot representing the effect of trimming clearance on the depth of rollover, 

burnish, and fracture zones, and the height of burr for DP980-1 sheet material. Figure 4.8 
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shows trimmed surfaces and cross-sections of DP980-1 as well. Similarly, for DP980-2 

sheet material, the effect of trimming clearance on the sheared edge features is shown in 

Figure 4.9, and surfaces and cross-sections of trimmed edges are shown in Figure 4.10.   

 

Figure 4.7. The effect of trimming clearance on the sheared edge features of DP980-1. 

 

Figure 4.8. The surface and cross-section of trimmed DP980-1 sheet material for different 

trimming clearances. 



93 

 

Figure 4.9. The effect of trimming clearance on the sheared edge features of DP980-2. 

 

Figure 4.10. The surface and cross-section of trimmed DP980-2 sheet material for 

different trimming clearances. 

4.4.1. Rollover Depth Analysis 

The rollover region undergoes an increase in bending deformation. The overall 

trend for this region is that it increases with clearance due to larger bending moments, as 

observed in Figure 4.7 through Figure 4.10, for both DP980 steels. 



94 

4.4.2. Burnish Depth Analysis 

The burnish area, also known as the shear area, is the smooth and shiny region 

formed during the shearing of material. Along with the rollover area, it indicates the 

penetration depth before fracture begins. Generally, more ductile materials tend to have 

larger burnish areas. Hydrostatic pressure within the sheared zone increases in smaller 

clearances, which enhances the material's ductility and enlarges the burnish zone. As a 

result, the burnish depth is greater in smaller clearances compared to larger ones. This 

effect is more pronounced in relatively ductile materials [116].  

Well-known fine blanking processes are based on increased hydrostatic pressure, 

which allows the burnished zone to propagate through the entire thickness. However, a 

different behavior was observed during the trimming of DP980. In this case, increasing 

the clearance to 20% resulted in an increased burnish depth, followed by a decrease at 

larger clearances for DP980-1. For DP980-2, the same trend was observed, but the 

maximum burnish occurred at 17% clearance. Graphs of burnish depth versus trimming 

clearance for these two steels are shown in Figure 4.11. 

4.4.3. Fracture Area Analysis 

The fracture and burnish areas cover most of the sheared surface, and when the 

rollover depth is included, it equals the original sheet thickness. The depth of the fracture 

area for trimmed DP980 materials is shown in Figure 4.7 through Figure 4.10, decreasing 
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with clearance due to the increased sum of rollover and burnish. 

According to Wu et al. [25], the actual edge profile of the fracture zone can be a 

combination of multiple micro-cracking progressions, so that the detected rough surface 

can be the summation of various micro-cracks at different length scales within the lattice, 

between grain and phase particles, and among martensite clusters.   

 

Figure 4.11. Burnish depth as a function of trimming clearance for two different DP980 

materials, trimmed in the transverse direction. 

4.4.4. Burr Height Analysis 

Figure 4.12 shows the graphs of burr height versus the cutting clearance for two 

DP980s. For DP980-1, as the clearance increased from 4% to 17%, no visible burr was 

observed; however, the average burr height increased above the 17% clearance. However, 

burr height for DP980-2 was noticeably less sensitive to the clearance than DP980-1 and 

showed almost no considerable burr for all clearances ranging from 4% to 40%. 
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The fracture mechanism of the DP980 sheet material during the trimming process 

is described later in Section 6.4. As a result of this mechanism, the heavily deformed burr 

is removed from the trimmed edge at the final stage of trimming, leaving the part side 

with no noticeable burr, despite having large clearances. 

 

Figure 4.12. Burr height as a function of trimming clearance for two different DP980 

materials, trimmed in the transverse direction. 

Although the cutting force applies vertically on the blank and produces a 

corresponding vertical reaction force on the tools, a horizontal force component tends to 

increase the clearance between the tools. During the design and manufacturing of the 

experimental die, considerable attention was given to ensuring substantial stiffness and 

preventing clearance variation during trimming. A simple way to verify the clearance 

after trimming is to measure the distance (c), as shown in Figure 4.13. The actual 

clearance percentage is then calculated as (c/t) ×100. By taking these measurements at 
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cross-sections of Figure 4.13 for DP980-1, the actual clearances are 4.7%, 10.6%, 17.7%, 

20.8%, 30.9%, and 40.6% for the nominal clearances of 4%, 10%, 17%, 20%, 30%, and 

40%, respectively. Thus, the clearance remained relatively close to the target values 

during the trimming experimentation. 

 

Figure 4.13. Calculation of actual clearance for DP980-1. 

 

4.5. Influence of Material Type on Sheared Edge Quality 

The part edge quality also depends on the material being sheared [41], [68], [111]. 

Materials with high ductility, low yield strength, and homogeneity will produce better 

sheared edge quality and tighter dimensional tolerances. It can also be expected to have a 

longer tool life, based on the expectation of increased fatigue life under lower loads [24].  

Burr height results with respect to the trimming clearance for different sheets, 

including mild steel (IF), bake hardenable steel (BH210), high strength steel (HSLA340), 

and DP980-1, are plotted in Figure 4.14. 
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Figure 4.14. Burr height as a function of trimming clearance for different sheet materials 

trimmed in the transverse direction. 

All four sheet materials exhibit the same trend in response to increased clearance, 

characterized by growth in burr height [90]. Pretty similar to DP980, for smaller 

clearances up to 15%, the formed burr for BH, HSLA, and IF steels is very small and 

negligible. At higher clearances, BH210, widely used for exterior panel applications, 

exhibits a visibly larger burr height than other materials. IF steel has a higher burr than 

HSLA and DP980 steels. These differences in burr height are related to the materials' 

ductility, with more ductile materials showing more burrs. 

4.6. Influence of Material Anisotropy on Shear Edge Quality 

As other researchers in the literature review showed, the material anisotropy may 

affect the part edge quality [67]. 

Burr height results concerning the trimming clearance for two different DP980 

and different trim line orientations relative to the rolling direction are plotted in Figure 
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4.15. As described previously, all configurations exhibit the same trend with increasing 

clearance, characterized by an increase in burr height. From the influence of material 

anisotropy, DP980-2 exhibits relative isotropy and minimal sensitivity to clearance. 

However, DP980-1 shows some anisotropy in burr height; TD is more sensitive to the 

clearance than LD. In other words, anisotropic effects on trimmed edges become more 

dominant with increasing trimming clearance, and interaction between trim edge quality 

and anisotropy exists for DP980-1. 

 

Figure 4.15. Burr height as a function of trimming clearance for two different DP980 and 

different trim line orientations relative to rolling direction. 

 

The influence of material cutting direction for IF, BH210, and HSLA340 sheets is 

shown in Figure 4.16, Figure 4.17, and Figure 4.18, respectively. For all materials and 

directions, burr height increases with trimming clearance. Also, as a general trend, the 
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burr height increases slightly with shearing orientation relative to the rolling direction, 

i.e., burr height in TD is larger than in DD and then in LD cuts.  

 

Figure 4.16. Burr height as a function of trimming clearance and different trim line 

orientations relative to the rolling direction for IF sheet material. 

 

Figure 4.17. Burr height as a function of trimming clearance and different trim line 

orientations relative to the rolling direction for BH210 sheet material. 
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Figure 4.18. Burr height as a function of trimming clearance and different trim line 

orientations relative to the rolling direction for HSLA340 sheet material. 

 

4.7. Microhardness Gradient Characterization Across the Sheared Edge 

The hardness distribution near the sheared edge was characterized using a Wilson 

VH3100 microhardness tester with a diamond Vickers indenter (Figure 4.19). An applied 

load of 300 mN was selected according to ASTM E-140 guidelines [150], to ensure 

consistent indentation size and minimize interaction between neighboring indents. A 

rectangular measurement grid was mapped across the sheared edge area, including 65-85 

measurement points arranged systematically. Each indentation was carefully spaced to 

record the hardness gradient from the edge to the bulk material. The collected data were 

compiled and processed to generate a two-dimensional hardness contour map, revealing 

local variations in hardness caused by the shearing process at the different trimming 

clearances. The actual measurement data for each point are detailed in Appendix A. 
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Figure 4.19. Wilson VH3100 Microhardness Tester 

At the smallest clearance of 4%, the sheared region showed a significant increase 

in hardness, with localized values exceeding 335 HV near the cut edge, as shown in 

Figure 4.20. This strong hardening effect can be attributed to substantial plastic 

deformation caused by shearing at tight clearances. The deformation zone is highly 

narrowed, resulting in significant strain hardening, but it may also cause embrittlement 

near the edge due to excessive strain localization. 

The hardness maps for clearances of 10%, 17%, and 20% are illustrated in Figure 

4.21, Figure 4.22, and Figure 4.23, respectively. At 10% clearance, the hardened area was 

still visible but had spread across a wider zone, with peak hardness values exceeding 395 

HV in some areas. This indicates that an increase in clearance creates a larger shear-

affected zone. By 17% and 20% clearance, the hardness maps revealed a larger area with 
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values closer to those of the bulk material (275ï325 HV). This suggests reduced strain 

hardening compared to smaller clearances, reflecting a more balanced fracture-dominated 

shearing mechanism that appears at intermediate clearances. 

For large clearances of 30% and 40%, as illustrated in Figure 4.24 and Figure 

4.25, respectively, the hardness distribution showed a clear asymmetry: highly hardened 

areas were concentrated in specific regions of the sheared edge, especially in the burr tip 

and fracture zones with hardness exceeding 395 HV. However, large parts of the sheared 

surface exhibited hardness levels comparable to those of the base material. This 

unevenness indicates that at excessive clearances, deformation becomes focused in 

localized zones, resulting in inhomogeneous edge properties. Such conditions may 

decrease overall edge quality and create weak points that can initiate cracks during 

subsequent forming or cyclic fatigue loading. 

 

Figure 4.20. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 4% clearance, at 150x magnification. 
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Figure 4.21. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 10% clearance, at 150x magnification. 

 

Figure 4.22. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 17% clearance, at 150x magnification. 

 

Figure 4.23. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 20% clearance, at 150x magnification. 
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Figure 4.24. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 30% clearance, at 150x magnification. 

 

Figure 4.25. Vickers microhardness contour maps of the sheared edge profile of DP980-

1, trimmed at 40% clearance, at 150x magnification. 

Overall, the results demonstrate a clear relationship between punch-to-die 

clearance and the hardness gradient near the sheared edge. A small clearance of 4% 

causes a high work hardening in a narrower shear-affected zone, while large clearances, 

over 30%, lead to highly localized hardening and uneven edge properties. Intermediate 

clearances (~17ï20%) offer a balance, with moderate hardening and a relatively uniform 

hardness distribution, which may be beneficial for achieving both good edge quality and 
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resistance to crack initiation. 

The microhardness profiles measured with the Future-Tech FM-700 hardness 

tester further emphasize how punch-to-die clearance influences deformation-induced 

hardening in both the burnish and fracture zones of the sheared edge. In the burnish zone 

(Figure 4.26), the hardness values near the edge were consistently higher than the bulk 

hardness, indicating severe plastic deformation in this area. The highest hardness levels, 

close to 390 HV, appeared at the smallest distances from the edge for the largest 

clearances (30% and 40%). These values gradually decreased with increasing distance 

from the edge, stabilizing around approximately 325 HV beyond roughly 1500ï2000 µm. 

In contrast, smaller clearances (4% and 10%) resulted in lower peak hardness near the 

edge (~350ï360 HV), with a quicker decline toward the bulk hardness. This shows that 

larger clearances lead to more intense strain hardening in the burnish zone, though with a 

broader and less uniform distribution. 

In the fracture zone (Figure 4.27), a similar trend was observed, although the 

overall hardness values were generally lower than in the burnish zone. The highest 

hardness levels near the edge were observed at large clearances (30% and 40%), 

exceeding 370 HV in some areas. These hardness levels decreased more gradually with 

distance, indicating that fracture at high clearances causes a deeper, more penetrating 

strain gradient. Conversely, at smaller clearances (Ů10%), the fracture zone showed 
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lower hardness (~320 HV at the edge), with only a slight gradient toward the bulk. The 

softening at low clearance may be due to the predominance of plastic compression and 

uniform deformation rather than localized hardening from burr breakage, as discussed 

further. 

Together, these findings support the fact that clearance has a significant influence 

on the mechanical state of the sheared edge. Small clearances promote uniform 

deformation with minimal edge hardening, while large clearances lead to concentrated 

strain hardening that extends further into both the burnish and fracture zones.  

 

  

Figure 4.26. Microhardness profile in the burnish zone for different trimming clearances. 
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Figure 4.27. Microhardness profile in the fracture zone for different trimming clearances. 

 

4.8. Correlation Between Microhardness and Strain Levels 

A novel method was developed to estimate local equivalent stress and strain 

levels based on measured Vickers microhardness values. This correlation enables 

quantification of deformation histories in specific regions, such as sheared edges, where 

direct strain measurement is challenging. To establish this relationship, 13 sequential 

rolling operations were performed on DP980-1 steel samples, each resulting in an 

incremental thickness reduction of about 0.1 mm. For DP980-1, the initial sheet 

thickness, t0, was 1.45 mm, corresponding to zero pre-strain, and the rolling process was 

continued until the minimum thickness of 0.24 mm was reached. 

Assuming the r-value of material is equal to one, the equivalent true strain level 
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for the i th thickness, ei, was calculated using Equation (4.1) as follows: 
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Where ti is the current sheet thickness after rolling, this equation, derived from 

volume constancy and the assumption of plane-strain deformation in rolling operation, is 

explained in more detail in Section 6.1.7.3. The rolled specimens were sectioned, 

mounted, and polished, and the Vickers microhardness measurements were undertaken 

using a Wilson VH3100 automated tester. For each strain level, five indentations were 

performed to ensure statistical reliability. The measured average microhardness and 

corresponding standard deviations are summarized in Table 4.4. 

Table 4.4. Microhardness and strain levels of rolled DP980-1 samples. 

Thickness, mm 
True strain 

level 

Average 

Microhardness, HV 
Std. deviation 

1.45 0 329 8 

1.3 0.086 340 12.1 

1.2 0.18 355 7.1 

1.1 0.28 376 4.9 

1 0.39 380 9.7 

0.9 0.51 368 5.4 

0.8 0.65 391 4.3 

0.7 0.82 395 6 

0.6 0.99 401 8.5 

0.5 1.19 417 3.9 

0.4 1.45 426 9.1 

0.29 1.86 431 7.2 

0.24 2.04 435 12.6 
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The correlation between average microhardness and strain level is illustrated in 

Figure 4.28. The measured data (blue line with error bars) show a general increase in 

hardness with increasing strain, consistent with the strain-hardening behavior of dual-

phase steels. A second-order polynomial trendline (red dashed curve) was fitted to the 

data, resulting in the regression Equation (4.2): 

HV=ī22.69Ů2 + 93.52Ů + 336.84 (4.2) 

With a strong positive correlation between hardness and strain level up to 

approximately 2.0. Despite local variations around 0.3-0.5 strain, the overall trend 

reflects continuous work-hardening throughout the rolling process. 

 

Figure 4.28. Measured HV Microhardness versus true strain level for rolled samples of 

DP980-1.   

This empirical relationship enables an indirect estimate of plastic strain from 

hardness measurements at any location, especially along sheared or deformed regions of 
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trimmed edges. Once the strain level is obtained from microhardness, the corresponding 

equivalent stress can be calculated using the true stressïstrain curve of the material, 

allowing for a complete reconstruction of the local stressïstrain state. This method offers 

a valuable tool for validating numerical simulations, assessing localized deformation in 

high-strain areas, and evaluating material response near fracture or fatigue-sensitive 

zones in advanced high-strength steels. 

4.9. Punching Operation 

In addition to the trimming, punching experiments were performed on DP980-1 

and DP980-2 sheet materials using a 10 mm punch and six different die diameters to 

provide clearances of 6, 10, 17, 24, 34, and 46 % of the sheet thickness. A schematic of 

the punching processes employed in this study was shown earlier in Figure 1.11 (b). 

4.10. Influence of Punching Clearance on Sheared Edge Quality 

Similarly, the hole-punched specimens were measured for rollover, burnish, and 

burr heights. As shown in Figure 4.29, each punched specimen was divided into eight 

zones, and averages of these eight zones are reported as the height or depth of each edge 

feature. Each zone was photographed under the microscope, and the burnish and fracture 

height were measured by pixel counting. The thickness and burr height were measured by 

a Mitutoyo PMU150-25MX sheet metal micrometer with a deep-throated frame. The 

difference between the thicknesses at the edge measured by the microscope and by the 
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micrometer was taken as the rollover length. 

 

Figure 4.29. Measurement locations on the punched hole and locations of RD and TD 

cross-section samples. 

Figure 4.30 shows the results of punching experiments expressing the effect of 

punching clearance on the depth of rollover, burnish, and fracture zones, and the height 

of the burr for DP980-1. Also, the cross-sections of the sheared edge in transverse and 

rolling directions for DP980-1 after the hole punching are shown in Figure 4.31. 

 

Figure 4.30. The effect of punching clearance on the sheared edge features of punched 

DP980-1. 
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Figure 4.31. The cross-section of punched DP980-1 sheet material in the transverse and 

rolling directions for various punching clearances. 

A stacked area chart of the sheared edge features of DP980-2, showing changes to 

the punching clearance, is depicted in Figure 4.32, and corresponding cross-section 

images in rolling and transverse directions are shown in Figure 4.33 as well. 

 

Figure 4.32. The effect of punching clearance on the sheared edge features of punched 

DP980-2. 
















































































































































































































































































































































































































